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Power supply · regulated, 40 W

Switchmode power supply, PFC, Single-phase

Output: DC 24 V

Dimensions

PIN assignment

Derating

Redundant operation

Description Part-No. Type PU
Screw terminal
Output voltage/current DC 24 V/ 1.2 A 722787 CPSF-1-40-24 1

Input CPSF-1-40-24
Nominal voltage AC 115 / 230 V

Line frequency
Rated current Ui= AC 100 V: 0.90 A / Ui= AC 240 V: 0.50 A
Inrush current <30 A
Internal fuse T2 A / AC 250 V
External fuse Automatic: <4 A
Power Factor Correction P.F.C. >0.6
Output
Rated voltage output DC 24 V
Rated current output 2 A
Max. output current 3.5 A @ 24 V
Short-circuit current

Accuracy ±1%

Load regulation <5 %

Temperature coefficient
Ripple & Noise <50 mV pp
Hold up time >20 ms (AC 120 V); >60 ms (AC 240 V)
Status indication DC ON LED green yes
Status indication DC LOW LED red No
Parallel/redundant operation max. 2 devices / via external diodes
Efficiency >85 % (AC 120 V); > 87 % (AC 240 V)
Low power loss <6 W
Rated over load protection yes
Over voltage protection yes
Short circuit characteristics Hiccup-mode
General
Switching frequency approx. 110 kHz
Insulation voltage input/output AC 3.0 kVeff
Insulation voltage input / ground class 2, without PE
Insulation voltage output / ground class 2, without PE
Insulation resistance at DC 500 V

Derating >55°C: -0.35 W / °C

M.T.B.F. 750000 h to SN29500 / 250000 h to MIL Standard HDBK 217F

Dimensions (w × h × d) in mm 71.0 × 89.0 × 62.0
Cooling Natural air cooling, 10 mm distance right/left, 20 mm distance above/below
Housing material Noryl UL 94-0

Vibration resistance
Field installation rail TS 35 (EN 50022)
Application height
Installation postition vertical
Protection class IP 20 (IEC529, EN60529)
IP rating II (SELV, PELV)
Overvoltage category II
Pollution degree 2
Weight (kg/piece) 0.200

2,max. 0.56 Nm
Approvals UL, cUL: UL 508, IEC 950, EN 60950, UL 60950

CE: EN 61000-4-2/3/4/5/6/11, EN 61000-6-2, EN 601000-6-4,
 EN 50178, EN 61558, EN 61000-3-2, EN 50081-1,

 EN 50082-2, EN 55022 Class B, EN 55011B
Monitoring
DC ON Control (Rdy)

Switching current

Insulation voltage
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Power supply · regulated, 80 W

Switchmode power supply, PFC, Single-phase

Output: DC 24 V, adjustable

Dimensions

PIN assignment

Derating

Redundant operation

Description Part-No. Type PU
Screw terminal
Output voltage/current DC 24 V/ 3 A 722789 CPSF-1-80-24 1

Input CPSF-1-80-24
Nominal voltage AC 115 / 230 V

Line frequency
Rated current Ui= AC 100 V: 1.40 A / Ui= AC 240 V: 0.85 A
Inrush current <30 A
Internal fuse T2 A / AC 250 V
External fuse Mini-circuit breaker: C 4 A
Power Factor Correction P.F.C. >0.6
Output
Rated voltage output DC 24 V
Rated current output 3.3 A
Max. output current 4 A @ 24 V
Short-circuit current 20 A
Voltage trim range 23.5/27.5 V
Accuracy

Load regulation <1 %

Temperature coefficient
Ripple & Noise <50 mV pp
Hold up time >10 ms (AC 120 V); >30 ms (AC 240 V)
Status indication DC ON LED green yes
Status indication DC LOW LED red No
Parallel/redundant operation max. 2 devices / via external diodes
Efficiency >87 % (AC 120 V); > 89 % (AC 240 V)

Rated over load protection yes
Over voltage protection yes
Short circuit characteristics Hiccup-mode
General
Switching frequency approx. 70 kHz
Insulation voltage input/output AC 3.0 kVeff
Insulation voltage input / ground class 2, without PE
Insulation voltage output / ground class 2, without PE
Insulation resistance at DC 500 V

Derating >55 °C: -0.9 W / °C

M.T.B.F. 750000 h to SN29500 / 250000 h to MIL Standard HDBK 217F

Dimensions (w × h × d) in mm 71.0 × 89.0 × 62.0
Cooling Natural air cooling, 10 mm distance right/left, 20 mm distance above/below
Housing material Noryl UL 94-0

Vibration resistance
Field installation rail TS 35 (EN 50022)
Application height
Installation postition vertical
Protection class IP 20 (IEC529, EN60529)
IP rating II (SELV, PELV)
Overvoltage category II
Pollution degree 2
Weight (kg/piece) 0.250

2,max. 0.56 Nm
Approvals UL, cUL: UL 508, IEC 950, EN 60950, UL 60950

CE: EN 61000-4-2/3/4/5/6/11, EN 61000-6-2, EN 601000-6-4,
 EN 50178, EN 61558, EN 61000-3-2, EN 50081-1,

 EN 50082-2, EN 55022 Class B, EN 55011B
Monitoring
DC ON Control (Rdy)

Switching current

Insulation voltage
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Power supply · regulated, 120 W

Switchmode power supply, PFC, Single-phase

Output: 24 V, adjustable

Dimensions

PIN assignment

Derating

Parallel mode

Description Part-No. Type PU
Screw terminal
Output voltage/current DC 24 V/ 5 A 722783 CPSB1-120-24R 1

DC 48 V/ 2.5 A 722784 CPSB1-120-48R 1

Input CPSB1-120-24R CPSB1-120-48R
Nominal voltage AC 120 V / 230 V
Operation voltage range

Rated current Ui= AC 115 V: 1.9 A / Ui= AC 230 V: 1.1 A
Inrush current <20 A
Internal fuse T3, 15 A / AC 250 V
External fuse Mini-circuit breaker: B 6 A, C 4 A
Power Factor Correction P.F.C. >0.65
Output
Rated voltage output DC 24 V DC 48 V
Rated current output 5 A 2.5 A
Max. output current 9 A, 30 s, @ 24 V 4 A, 30 s, @ 24 V
Short-circuit current 15 A, 50 ms
Voltage trim range

Line regulation
Load regulation <1 %
Rise time

Ripple & Noise <30 mV
Hold up time >16 ms (AC 120 V), >81 ms (AC 230 V)
Status indication DC ON LED green 21.6 V 43.2 V
Status indication DC LOW LED red 21.6 V 43.2 V
Parallel/redundant operation max. 2 devices / via internal diodes
Efficiency >86 %
Low power loss <20 W
Rated over load protection yes
Over voltage protection yes
Short circuit characteristics Hiccup-mode
General
Switching frequency approx. 110 kHz
Insulation voltage input/output AC 3.0 kVeff
Insulation voltage input / ground AC 1.5 kVeff
Insulation voltage output / ground AC 0.5 kVeff

Operation temperature range
Derating >45 °C: -4 W / °C
Storage temperature range
M.T.B.F. >500000 h to SN29500 / >150000 h to MIL standard HDBK 217F
Relative humidity
Dimensions (w × h × d) in mm 40.0 × 115.0 × 128.0
Cooling Natural air cooling, 10 mm distance right/left, 50 mm distance above/below
Housing material Aluminum
Shock resistance 30 g 6 ms, 20 g 11 ms, 3 shocks / direction, 18 shocks in total, IEC60068-2-

27:2008

Field installation rail TS 35 (EN 50022)

Installation postition vertical
Protection class IP 20 (IEC529, EN60529)
IP rating I (SELV, PELV)
Overvoltage category II
Pollution degree 2
Weight (kg/piece) 0.400
Termination 2- pluggable,max. 0.56 Nm
Approvals UL, cUL: UL 508, IEC 950, EN 60950, UL 60950

 CE: EN 61000-4-2/3/4/5/6/11, EN 61000-6-2, EN 601000-6-4,
 EN 50178, EN 61558, EN 50081-1, EN 50082-2, EN 55022 Class B

Monitoring
DC ON Control (Rdy) Normally open
Switching voltage AC 300 V / DC 150 V
Switching current AC/DC 1 A
Switching capacity 300 VA / 30 W
Insulation voltage AC 500 V
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Power supply · regulated, 120 W

Switchmode power supplies, PFC, 1/2-phase

Output: 24 V, adjustable

Dimensions

PIN assignment

Derating

Output characteristics

Parallel mode

Redundant operation

Description Part-No. Type PU
Screw terminal, pluggable
Output voltage/current DC 24 V/ 5 A 722995 CPSB2-120-24 1

Input CPSB2-120-24
Nominal voltage

Line frequency
Rated current Ui= AC 200 V: 1.4 A / Ui= AC 500 V: 0.7 A
Inrush current <20 A (AC 230 V), <40 A (AC 500 V)

External fuse Automatic: D 6 A, C 6 A / safety fuse: T 4 A (required)
Power Factor Correction P.F.C. >0.55
Output
Rated voltage output DC 24 V
Rated current output 5 A @ 45 °C
Max. output current >7.5 A, >30 sec
Short-circuit current >14 A, 400 ms
Voltage trim range 23-27,5 V
Accuracy

Load regulation <1 %

Temperature coefficient
Ripple & Noise <100 mV pp
Hold up time >20 ms (AC 120 V), >80 ms (AC 230 V)
Status indication DC ON LED green 21.6 V
Status indication DC LOW LED red Iout > 110 % IN
Parallel/redundant operation yes/via external decoupling diode
Efficiency >86 %
Low power loss <18 W
Rated over load protection yes
Over voltage protection Uout>36 V
Short circuit characteristics Hiccup-mode
General
Switching frequency
Insulation voltage input/output AC 3.0 kVeff
Insulation voltage input / ground AC 2.0 kVeff
Insulation voltage output / ground AC 0.5 kVeff
Insulation resistance at DC 500 V

Derating >45 °C: -4 W / °C

M.T.B.F. >500000 h to SN29500 / >150000 h to MIL standard HDBK 217F

Dimensions (w × h × d) in mm 40.0 × 130.0 × 115.0
Cooling Air convection
Housing material Aluminum
Shock resistance 30 g 6 ms, 20 g 11 ms, 3 shocks / direction, 18 shocks in total, IEC60068-2-

27:2008
Vibration resistance
Field installation rail TS 35 (EN 50022)
Application height 2000 m
Installation postition vertical
Protection class IP 20 (IEC529, EN60529)
IP rating I (SELV, PELV)
Overvoltage category II (IEC 664-1)
Pollution degree 2
Weight (kg/piece) 0.400

2

Approvals UL, cUL: UL 508, IEC 60950
 CE: EN 60950, EN 61000-6-2 (2005), EN 60100-6-4 (2007),

EN 61000-4-2/3/4/5/6/11, EN 61000-5-5
Monitoring
DC ON Control (Rdy) yes
Switching voltage AC/DC 300 V / DC 150 V
Switching current AC/DC 1 A
Switching capacity 300 VA / 30 W
Insulation voltage AC 500 V
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Power supply · regulated, 240 W

Switchmode power supply, PFC, Single-phase

Output: 24 V, adjustable

Dimensions

PIN assignment

Derating

Parallel/redundant mode

Description Part-No. Type PU
Screw terminal, pluggable
Output voltage/current DC 24 V; 10 A 722785 CPSB1-240-24R 1

DC 48 V; 5 A 722786 CPSB1-240-48R 1

Input CPSB1-240-24R CPSB1-240-48R
Nominal voltage AC 120 / 230 V (manual)
Operation voltage range

Rated current Ui= AC 115 V: 4 A / Ui= AC 230 V: 2 A
Inrush current Ui= AC 115 V: 30 A / Ui= AC 230 V: 35 A
Internal fuse T6, 3 A / AC 250 V
External fuse Mini-circuit breaker: C 10 A
Power Factor Correction P.F.C. >0.6
Output
Rated voltage output DC 24 V DC 48 V
Rated current output 10 A 5 A
Max. output current 13.5 A, 30 s, @ 24 V 6.9 A, 30 s, @ 24 V
Short-circuit current 35 A, 150 ms 20 A, 160 ms
Voltage trim range 23/27.5 V 45/55 V

Line regulation
Load regulation 1 %
Rise time

Ripple & Noise 100 mV
Hold up time >80 ms (120 V), >90 ms (230 V)
Status indication DC ON LED green 21.6 V 43.2 V
Status indication DC LOW LED red 21.6 V 43.2 V
Parallel/redundant operation max. 2 devices / via internal diodes
Efficiency 89 % 90 %
Low power loss <35 W <34 W
Rated over load protection yes
Over voltage protection yes
Short circuit characteristics Hiccup-mode
General
Switching frequency approx. 110 kHz
Insulation voltage input/output AC 3.0 kVeff
Insulation voltage input / ground AC 1.5 kVeff
Insulation voltage output / ground AC 0.5 kVeff

Operation temperature range
Derating >50 °C: -5 W / °C
Storage temperature range
M.T.B.F. >500000 h to SN29500 / >150000 h to MIL standard HDBK 217F
Relative humidity
Dimensions (w × h × d) in mm 63.5 × 140.0 × 139.0
Cooling Natural air cooling, 20 mm distance right/left, 100 mm distance above/below
Housing material Aluminum
Shock resistance 30 g 6 ms, 20 g 11 ms, 3 shocks / direction, 18 shocks in total, IEC60068-2-

27:2008

Field installation rail TS 35 (EN 50022)

Installation postition vertical
Protection class IP 20 (IEC529, EN60529)
IP rating I (SELV, PELV)
Overvoltage category IIII
Pollution degree 2
Weight (kg/piece) 0.720
Termination 2- pluggable,max. 0.56 Nm
Approvals UL, cUL: UL 508, IEC 950, EN 60950, UL 60950

 CE: EN 61000-4-2/3/4/5/6/11, EN 61000-6-2, EN 601000-6-4,
 EN 50178, EN 61558, EN 50081-1, EN 50082-2, EN 55022 Class B

Monitoring
DC ON Control (Rdy) Normally open
Switching voltage AC 300 V / DC 150 V
Switching current AC/DC 1 A
Switching capacity 300 VA / 30 W
Insulation voltage AC 500 V
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Power supply · regulated, 240 W

Switchmode power supplies, PFC, 1/2/3-phase

Output: 24 V, adjustable

Dimensions

PIN assignment

Derating

Output characteristics

Redundant operation

Description Part-No. Type PU
Screw terminal, pluggable
Output voltage/current DC 24 V/ 10 A 722996 CPSB-123-240-24 1

Input CPSB-123-240-24
Nominal voltage

Line frequency
Rated current 1-/2-phase @ AC 220 V: 2.2 A, 1-/2-phase @ AC 500 V: 1.1 A

3-phase @ AC 220 V: 1.5 A, 3-phase @ AC 500 V: 0.8 A
Inrush current <20 A (AC 230 V), <40 A (AC 500 V)

External fuse Automatic: D 4 A, C 6 A / safety fuse: T 6.3 A (required)
Power Factor Correction P.F.C. >0.60 @ AC 230 V, >0.5 @ AC 400 V
Output
Rated voltage output DC 24 V
Rated current output 10 A
Max. output current >15 A, 5 s
Short-circuit current 38 A, 5 s
Voltage trim range 23-27,5 V
Accuracy

Load regulation <1 %

Temperature coefficient
Ripple & Noise <100 mV pp
Hold up time >15 ms (AC 230 V), >100 ms (AC 500 V)
Status indication DC ON LED green 21.6 V
Status indication DC LOW LED red 21.6 V
Parallel/redundant operation yes/with external decoupling diode
Efficiency >91 % @ AC 230 V, >92% @ AC 400 V
Low power loss <24 W @ AC 230 V, <21 W @ AC 400 V
Rated over load protection yes
Over voltage protection > DC 33 V
Short circuit characteristics Hiccup-mode
General
Switching frequency
Insulation voltage input/output AC 3.0 kVeff
Insulation voltage input / ground AC 2.0 kVeff
Insulation voltage output / ground AC 0.5 kVeff
Insulation resistance at DC 500 V

Derating -6 W/°C from +50 °C

M.T.B.F. >500000 h to SN29500 / >150000 h to MIL standard HDBK 217F

Dimensions (w × h × d) in mm 54.0 × 130.0 × 115.0
Cooling Air convection 20 mm clearance right/left, 50 mm clearance up/down
Housing material Aluminum
Shock resistance 30 g 6 ms, 20 g 11 ms, 3 shocks / direction, 18 shocks in total, IEC60068-2-

27:2008
Vibration resistance
Field installation rail TS 35 (EN 50022)
Application height 2000 m
Installation postition vertical
Protection class IP 20 (IEC529, EN60529)
IP rating I (SELV, PELV)
Overvoltage category II (IEC 664-1)
Pollution degree 2
Weight (kg/piece) 0.650

2

Approvals UL, cUL: UL 508, IEC 60950
 CE: EN 60950, EN 61000-6-2 (2005), EN 60100-6-4 (2007),

EN 61000-4-2/3/4/5/6/11, EN 61000-5-5
EN 55011 (conducted emission class B, radiated emission class A)

Monitoring
DC ON Control (Rdy) Change over contact
Switching voltage DC 30 V
Switching current DC 1 A
Switching capacity 30 W
Insulation voltage AC 500 V
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Power supply · regulated, 480 W

Switchmode power supply, PFC, Single-phase

Output: 24 V, adjustable

Dimensions

PIN assignment

Derating

Parallel/redundant mode

Description Part-No. Type PU
Screw terminal
Output voltage/current DC 24 V/ 20 A 722986 CPSB1-480-24R 1

DC 48 V/ 10 A 722989 CPSB1-480-48R 1

Input CPSB1-480-24R CPSB1-480-48R
Nominal voltage AC 120 V / AC 240 V
Operation voltage range

Rated current Ui= AC 120 V: 7.2 A / Ui= AC 230 V: 4.3 A
Inrush current <13 A
Internal fuse
External fuse Automatic: C 16 A (required)
Power Factor Correction P.F.C. >0.6
Output
Rated voltage output DC 24 V DC 48 V
Rated current output 20 A 10 A
Max. output current 30 A, 5 s, @ 24 V 15 A, 5 s, @ 48 V
Short-circuit current 30 A (>50 A Hiccup) 15 A (>40 A Hiccup)
Voltage trim range 23/28 V 45/55 V

Line regulation
Load regulation <1 %
Rise time

Ripple & Noise 100 mV pp
Hold up time >35 ms (AC 240 V)
Status indication DC ON LED green 21.6 V 43.2 V
Status indication DC LOW LED red 21.6 V 43.2 V
Parallel/redundant operation max. 4 devices / via internal diodes
Efficiency >92 % (AC 240 V)
Low power loss <45 W (AC 230 V)
Rated over load protection yes
Over voltage protection yes

General

Insulation voltage input/output AC 3.0 kVeff
Insulation voltage input / ground AC 2.0 kVeff
Insulation voltage output / ground AC 0.7 kVeff

Operation temperature range
Derating >45 °C: -10 W / °C
Storage temperature range
M.T.B.F. 750000 h to SN29500 / 250000 h to MIL Standard HDBK 217F
Relative humidity
Dimensions (w × h × d) in mm 81.0 × 127.0 × 146.0
Cooling Natural air cooling, 10 mm distance right/left, 50 mm distance above/below
Housing material Aluminum
Shock resistance 30 g 6 ms, 20 g 11 ms, 3 shocks / direction, 18 shocks in total, IEC60068-2-

27:2008

Field installation rail TS 35 (EN 50022)

Installation postition vertical
Protection class IP 20 (IEC529, EN60529)
IP rating I (SELV, PELV)
Overvoltage category II
Pollution degree 2
Weight (kg/piece) 1.100
Termination 2,max. 0.62 Nm
Approvals UL, cUL: UL 508, IEC 950, EN 60950

 CE: EN 61000-4-2/3/4/5/6/11, EN 61000-6-2, EN 601000-6-4,
 EN 50178, EN 61558, EN 50081-1, EN 50082-2, EN 55022 Class B

Monitoring
DC ON Control (Rdy) Normally open
Switching voltage AC 300 V / DC 150 V
Switching current AC/DC 1 A
Switching capacity 300 VA / 30 W
Insulation voltage AC 500 V
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Power supply · regulated, 480 W

Switchmode power supplies, PFC, 1/2/3-phase

Output: 24 V, adjustable

Dimensions

PIN assignment

Derating

Redundant operation

Description Part-No. Type PU
Screw terminal, pluggable
Output voltage/current DC 24 V; 20 A 722801 CPSB-123-480-24 1

Input CPSB-123-480-24
Nominal voltage One-, two- and three-phase AC 200-500 V

Line frequency
Rated current 1-,2-phase @ AC 200 V: 2,9 A / 1-,2-phase @ AC 500 V: 1,3 A

3-phase @ AC 200 V: 1,8 A / 3-phase @ AC 500 V: 0,8 A
Inrush current Ui= AC 230 V: <20 A / Ui= AC 400 V: <40 A

External fuse Automatic: C 6 A, oder D 4 A (required)
Power Factor Correction P.F.C. Ui= AC 230 V: <0.95 A / Ui= AC 400 V: <0.92 A
Output
Rated voltage output DC 24 V
Rated current output 20 A
Max. output current 28 A, 5 s
Short-circuit current 50 A
Voltage trim range 23-27,5 V
Load regulation <1 %

Temperature coefficient
Ripple & Noise 100 mV pp
Hold up time >20 ms
Status indication DC ON LED green 21.6 V
Status indication DC LOW LED red Iout >1.1 IN
Parallel/redundant operation yes/via external decoupling diode
Efficiency >92 %
Low power loss <21 W
Over voltage protection <DC 33 V
Overtemperature protection yes
Short circuit characteristics Hiccup-mode
General
Insulation voltage input/output DC 4,2 kV
Insulation voltage input / ground DC 2.2 kV
Insulation voltage output / ground DC 0.75 kV

Derating <45 °C: -16 W/°C

M.T.B.F. >500000 h to SN29500 / >150000 h to MIL standard HDBK 217F
Dimensions (w × h × d) in mm 73.0 × 125.0 × 140.0
Cooling Natural air cooling
Housing material Aluminum
Shock resistance 30 g 6 ms, 20 g 11 ms, 3 shocks / direction, 18 shocks in total, IEC60068-2-

27:2008

Field installation rail TS 35 (EN 50022)
Installation postition vertical
Protection class IP 20 (IEC529, EN60529)
Overvoltage category II
Pollution degree 2
Weight (kg/piece) 1.000
Termination 2

Approvals UL, cUL: UL 508C, IEC 950, EN 60950
 CE: EN 61000-6-2, EN 61000-6-4, EN 55011, EN 6100-4-2

CE: EN 61000-4-3/4//5/6/11
Monitoring
DC ON Control (Rdy) Normally open
Switching voltage AC/DC 30 V
Switching current AC/DC 1 A
Switching capacity 30 VA / 30 W
Insulation voltage AC 500 V
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Power supply · regulated, 480 W, 3-phase

Switchmode power supply, PFC, 3-phase
Input: Wide range input AC 340 - 550 V
Output: 24 V, adjustable

Dimensions

PIN assignment

Derating

Redundant operation

Description Part-No. Type PU
Screw terminal
Output voltage/current DC 24 V / 20 A 722800 CPSB3-500-24 1

DC 48 V / 10 A 722815 CPSB3-500-48 1

Input CPSB3-500-24 CPSB3-500-48

Operation voltage range

Rated current Ui= AC 400 V: 1.3 A / Ui= AC 500 V: 1.1 A
Inrush current <50 A
Internal fuse
External fuse Automatic: 3 × B 16 A, C 10 A (required)
Power Factor Correction P.F.C. >0.6
Output
Rated voltage output DC 24 V DC 48 V
Rated current output 20 A 10 A
Max. output current
Short-circuit current 30 A (>60 A Hiccup) 15 A
Voltage trim range 24/28 V 45-55 V

Line regulation
Load regulation <1 %
Rise time

Ripple & Noise 100 mV pp <100 mV pp
Hold up time >20 ms (AC 400 V)
Status indication DC ON LED green 21.6 V
Status indication DC LOW LED red 21.6 V
Parallel/redundant operation max. 2 devices / via external diodes max. 4 devices / via external diodes
Efficiency >94 % (AC 400 V)
Low power loss <30 W (AC 380 V) <15 W (AC 380 V)
Rated over load protection yes
Over voltage protection yes

General

Insulation voltage input/output AC 3.0 kVeff
Insulation voltage input / ground AC 2.0 kVeff
Insulation voltage output / ground AC 1.0 kVeff

Operation temperature range
Derating >50 °C: -10 W / °C
Storage temperature range
M.T.B.F. >500000 h to SN29500 / >150000 h to MIL standard HDBK 217F
Relative humidity
Dimensions (w × h × d) in mm 81.0 × 127.0 × 146.0
Cooling Air convection 20 mm clearance right/left, 50 mm clearance up/down
Housing material Aluminum
Shock resistance 30 g 6 ms, 20 g 11 ms, 3 shocks / direction, 18 shocks in total, IEC60068-2-

27:2008

Field installation Snaps on to TS 35 rail (EN 60175)

Installation postition vertical
Protection class IP 20 (IEC529, EN60529)
IP rating I (SELV, PELV)
Overvoltage category II
Pollution degree 2
Weight (kg/piece) 1.200
Termination 2,max. 0.62 Nm
Approvals UL, cUL: UL 508, IEC 950, EN 60950

 CE: EN 61000-4-2/3/4/5/6/11, EN 61000-6-2, EN 601000-6-4,
 EN 50178, EN 61558, EN 50081-1, EN 50082-2, EN 55022 Class B

Monitoring
DC ON Control (Rdy) Normally open
Switching voltage AC 300 V / DC 150 V
Switching current AC/DC 1 A
Switching capacity 300 VA / 30 W
Insulation voltage AC 500 V
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Power supply · regulated, 720 W, 3-phase

Switchmode power supply, PFC, 3-phase
Input: Wide range input AC 340 - 550 V
Output: 24 V, adjustable

Dimensions

PIN assignment

Parallel/redundant mode

Description Part-No. Type PU
Screw terminal
Output voltage/current DC 24 V/ 30 A 722802 CPSB3-720-24 1

DC 48 V/ 15 A 722807 CPSB3-720-48 1

Input CPSB3-720-24 CPSB3-720-48

Operation voltage range

Rated current Ui= AC 400 V: 1.9 A / Ui= AC 500 V: 1.7 A
Inrush current <50 A
Internal fuse
External fuse Automatic: 3 × B 16 A, C 10 A (required)
Power Factor Correction P.F.C. >0.65
Output
Rated voltage output DC 24 V DC 48 V
Rated current output 30 A 15 A
Max. output current 32 A 16.5 A
Short-circuit current 45 A (>80 A Hiccup) 22.5 A (>45 A Hiccup)
Voltage trim range 24/28 V 45/55 V

Line regulation
Load regulation <1 %
Rise time

Ripple & Noise <150 mV pp <100 mV pp
Hold up time >15 ms (AC 400 V)
Status indication DC ON LED green 21.6 V 43.2 V
Status indication DC LOW LED red 21.6 V 43.2 V
Parallel/redundant operation max. 2 devices / via external diodes
Efficiency >92 % >94 %
Low power loss <63 W <46 W
Rated over load protection > 90°C, auto-reset
Over voltage protection <33 V <60 V

General

Insulation voltage input/output AC 3.0 kVeff
Insulation voltage input / ground AC 2.0 kVeff
Insulation voltage output / ground AC 1.0 kVeff

Operation temperature range

Storage temperature range
M.T.B.F. >500000 h to SN29500 / >150000 h to MIL standard HDBK 217F
Relative humidity
Dimensions (w × h × d) in mm 81.0 × 127.0 × 146.0
Cooling Natural air cooling, forced cooling >50°C, 50 mm distance above/below
Housing material Aluminum
Shock resistance 30 g 6 ms, 20 g 11 ms, 3 shocks / direction, 18 shocks in total, IEC60068-2-

27:2008

Field installation rail TS 35 (EN 50022)

Installation postition vertical
Protection class IP 20 (IEC529, EN60529)
IP rating I (SELV, PELV)
Overvoltage category II
Pollution degree 2
Weight (kg/piece) 1.200
Termination 2,max. 0.62 Nm
Approvals UL, cUL: UL 508, IEC 950, EN 60950

 CE: EN 61000-4-2/3/4/5/6/11, EN 61000-6-2, EN 601000-6-4,
 EN 50178, EN 61558, EN 50081-1, EN 50082-2, EN 55022 Class B

Monitoring
DC ON Control (Rdy) Normally open
Switching voltage AC 300 V / DC 150 V
Switching current AC/DC 1 A
Switching capacity 300 VA / 30 W
Insulation voltage AC 500 V
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Power supply · regulated, 960 W, 3-phase

Switchmode power supply, PFC, 3-phase
Input: Wide range input AC 340 - 550 V
Output: 24 V / 48 V / 72 V

Dimensions

PIN assignment

Derating

Redundant operation

Description Part-No. Type PU
Screw terminal
Output voltage/current DC 24 V/ 40 A 722811 CPSB3-960-24 1

DC 48 V/ 20 A 722812 CPSB3-960-48 1
DC 72 V/ 13.3 A 722813 CPSB3-960-72 1

Input CPSB3-960-24 CPSB3-960-48 CPSB3-960-72
Nominal voltage

Line frequency
Rated current Ui= AC 400 V: 2.8 A / Ui= AC 500 V: 2.2 A
Inrush current <50 A

External fuse Automatic: 3 × B 16 A, C 10 A (required)
Power Factor Correction P.F.C. >0.7
Output
Rated voltage output DC 24 V DC 48 V DC 72 V
Rated current output 40 A 20 A 13.3 A
Max. output current 44 A 21.5 A 14 A
Short-circuit current 60 A (>90 A Hiccup) 30 A (>70 A Hiccup) 20 A (>30 A Hiccup)
Voltage trim range 24/28 V 45/55 V 72/84 V
Accuracy

Load regulation <1 %

Temperature coefficient
Ripple & Noise <100 mV <300 mV
Hold up time >10 ms (AC 400 V); >15 ms (AC 500 V)
Status indication DC ON LED green 21.6 V 43.2 V 64.8 V
Status indication DC LOW LED red 21.6 V 43.2 V 64.8 V
Parallel/redundant operation max. 2 devices / via external diodes
Efficiency >91 % >93 % >94 %
Low power loss <95 W <72 W <62 W
Rated over load protection > 90°C, auto-reset
Over voltage protection <33 V <60 V <94 V
Short circuit characteristics
General
Switching frequency
Insulation voltage input/output AC 3.0 kVeff
Insulation voltage input / ground AC 2.0 kVeff
Insulation voltage output / ground AC 1.0 kVeff
Insulation resistance at DC 500 V

Derating >50 °C: -15 W / °C, UL 508: >45 °C: -15 W / °C

M.T.B.F. >500000 h to SN29500 / >150000 h to MIL standard HDBK 217F

Dimensions (w × h × d) in mm 81.0 × 127.0 × 146.0
Cooling Natural air cooling, forced cooling >50°C, 50 mm distance above/below
Housing material Aluminum
Shock resistance 30 g 6 ms, 20 g 11 ms, 3 shocks / direction, 18 shocks in total, IEC60068-2-27:2008
Vibration resistance
Field installation rail TS 35 (EN 50022)
Application height
Installation postition vertical
Protection class IP 20 (IEC529, EN60529)
IP rating I (SELV, PELV)
Overvoltage category II
Pollution degree 2
Weight (kg/piece) 1.200

mm2, max. 0.62 Nm
2,max. 0.62 Nm

Approvals UL, cUL: UL 508, IEC 950, EN 60950
 CE: EN 61000-4-2/3/4/5/6/11, EN 61000-6-2, EN 601000-6-4, EN 50178, EN 

61558, EN 50081-1, EN 50082-2, EN 55022 Class B
Monitoring
DC ON Control (Rdy) Normally open
Switching voltage AC 300 V / DC 150 V
Switching current AC/DC 1 A
Switching capacity 300 VA / 30 W
Insulation voltage AC 500 V
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Power supply · Redundancy module

Redundant module 12 to 85 V, 50 A
Potential-free signalling contact
Status LED per input

Dimensions

PIN assignment

Use

Description Part-No. Type PU
Screw terminal

Input CPSRM50
Nominal voltage

Inputs 2
Rated current max. 50 A per input
Internal fuse

Output

Rated current output
Max. output current 300 A
Voltage drop <0.2 V

Low power loss Max. 10 W
No-load power <1.5 W
Status indication DC ON LED green IN1, IN2 OK
Status indication DC ON LED red Redundancy error
Overtemperature protection No
Over voltage protection No
General

Derating

M.T.B.F.
Dimensions (w × h × d) in mm 40.0 × 115.0 × 110.0
Cooling Air convection
Housing material Aluminum
Shock resistance 30 g 6 ms, 20 g 11 ms, 3 shocks / direction, 18 shocks in total, IEC60068-2-

27:2008

Field installation rail TS 35 (EN 50022)

Installation postition vertical
Protection class IP 20 (IEC529, EN60529)
Overvoltage category II
Pollution degree 2
Weight (kg/piece) 0.200

2

2

2

Approvals UL, cUL: UL 508 listed, UL 60950-1 recognised
CE: EN 55022 Class B, EN 55024

CE: EN 61000-4-2/3/4/6/8, EN 61204-3
Monitoring
DC ON Control (Rdy) N/O contact
Switching voltage Ac 300 V/DC 24 V
Switching current AC/DC 1 A
Switching capacity 300 VA / 30 W
Insulation voltage DC 100 V
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Power supply · regulated, 2400 W

Switchmode power supply, PFC, 3-phase
Input: Wide range input AC 340 - 550 V
Output: DC 24 V, 100 A / DC 48 V, 50 A

Range of functions
The new power compact series 
provides a number of additional 
adjustment options via function 
keys. The selected functions are 
shown on a display. In addition, 
the current output voltage and 
current are displayed for normal 
operation.
Input protection

inrush limiter (ASSIL) as pro-
tection against overvoltages 
according to VDE 0160

matic reduction of the output 
power

for over- and undervoltages
Output protection

between 0.1 IN and IN

current limiting or maximum 
output voltage (150%)

Status display and signal

devices have the following 

the load current

with the functions

Additional functions

battery charging function

the voltage drop for long cab-
les

voltage

face based on RS232 (optio-
nal)

ration

Description Part-No. Type PU
Screw terminal
Output voltage/current DC 24 V/100 A 722814 CPSB3-2400-24 1

DC 48 V/50 A 722816 CPSB3-2400-48 1

Input DC 24 V/100 A DC 48 V/50 A

Operation voltage range

Rated current Ui= AC 400 V: 4.5 A / Ui= AC 500 V: 3.5 A
Inrush current <AC 10 A (active inrush current limitation)
Internal fuse
External fuse Automatic: 3 × C 10 A (required)
Power Factor Correction P.F.C. >0.92
Input protection Surge protection according to VDE 0160, over/undervoltage (auto restart)

Phase monitoring (reduced output power): PFC error
Output
Rated voltage output DC 24 V DC 48 V
Rated current output 100 A 50 A
Max. output current >150 A, 5 s, with Uout>90 % >75 A, 5 s, with Uout>90 %
Short-circuit current 150 A, 5 s 75 A, 5 s

Load regulation <1 %
Rise time < 4.5 S
Temperature coefficient
Ripple & Noise <200 mV
Hold up time >10 ms (AC 400 V); >10 ms (AC 500 V)
Status indication DC ON LED green alphanumeric display
Status indication DC LOW LED red alphanumeric display
Parallel/redundant operation max. 4 devices
Efficiency >92 %
Low power loss <200 W
Over voltage protection >30 V
Short circuit characteristics adjustable: Hiccup, current limiting
General
Insulation voltage input/output AC 3.0 kVeff
Insulation voltage input / ground AC 1.5 kVeff
Insulation voltage output / ground AC 0.5 kVeff
Operation temperature range
Derating >45 °C: -40 W/°C
Storage temperature range
M.T.B.F. >500000 h to SN29500 / >150000 h to MIL standard HDBK 217F
Dimensions (w × h × d) in mm 233.0 × 158.0 × 102.0
Cooling Natural air cooling, forced cooling >45 °C, 80 mm distance top/bottom, 10 mm side
Housing material Aluminium
Shock resistance 30 g
Vibration resistance
Field installation rail TS 35 (EN 50022)
Installation postition vertical
Protection class IP 20 (IEC529, EN60529)
IP rating I (SELV, PELV)
Overvoltage category II
Pollution degree 2
Weight (kg/piece) 2.800
Termination 2 2 2

Approvals Standards: UL 508, IEC 950, EN 60950, EN 55011
 CE: EN 61000-4-5, Surge immunity level IV, VDE 0160

CE: EN 61000-4-2/3/4/5/6/11
Monitoring

tage range, overload
Overtemperature range, charging complete

Switching capacity AC/DC 30 V, 1 A, 30 W
Insulation voltage AC 500 V
Output current
Interface
User Interface LCD display 16 × 2 character, multi language, 4 keys (command and navigation)
Auxiliary voltage output galvanically isolated DC 12 V, 100 mA
NTC Temperature-controlled battery charging (mandatory)
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Power supply · regulated, 2400 W

Switchmode power supply, PFC, 3-phase
Input: Wide range input AC 340 - 550 V
Output: DC 24 V, 100 A / DC 48 V, 50 A

Dimensions

Serial operation

PIN assignment

Parallel/redundant mode


