INDUSTRIAL AUTOMATION & PROCESS CONTROL CABLES 65

UL Instrumentation Cable
300V Power-Limited Tray Cables

22 AWG Pairs

+ ULPLTC, ITC + NEC: CMG
+ Sunlight Res + CEC: CMG FT4
- Oil Res - |EEE 1202/383

+ ICEA T-29-520

Pull Tension " 5
Bend Radius
Color Code (Max) m_
[T T T ST BTN T BT

22 AWG e Unshielded

Stranded (7 x 30) TC Conductors ¢ PVC Insulation ¢ PVC Jacket
9407 1 E2 19 2.00 50.80 198 5.03 .037 .94

22 AWG * Overall Beldfoil® Shielding

Stranded (7 x 30) TC Conductors * PVC Insulation ¢ PVC Jacket

9322 1 E2 28 2.00 50.80 .201 5.10 .037 .94
9512 2 E2 46 3.00 76.20 .310 7.82
9513 3 E2 63 3.25 82.55 324 8.23 042 1.07
9514 4 E2 80 3.50 88.90 .356 9.04
9516 6 E2 18 4.25 107.95 418 10.62
9520 9 E2 172 475 120.65 482 12.29

.053 1.35
9521 1 E2 200 5.35 135.89 .506 12.85
9524 15 E2 280 6.00 152.40 594 15.09
9526 19 E2 350 6.33 160.78 644 16.36

.063 1.60
9527 27 E2 500 7.50 190.50 763 19.38

22 AWG * Individually Beldfoil Shielded Pairs

Stranded (7 x 30) TC Conductors * PVC Insulation  PVC Jacket

9328 2 E2 54 3.00 76.20 .323 8.20
9329 3 E2 54 3.50 88.90 341 8.66 042 1.07
9330 4 E2 110 3.50 88.90 372 9.45
9331 6 E2 101 4.33 109.98 457 11.61
9332 9 E2 160 5.00 127.00 530 13.46 .053 1.35
9333 1 E2 160 5.50 139.70 .592 15.04
9335 19 E2 264 6.50 165.10 1 18.06 .063 1.60

TC = Tinned Copper * PVC = Polyvinyl Chloride

BEL EN For more information, contact Belden Technical Support: 1-800-BELDEN-1 - www.belden.com
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INDUSTRIAL AUTOMATION & PROCESS CONTROL CABLES 66

UL Instrumentation Cable
300V Power-Limited Tray Cables

22 AWG Pairs

« ULPLTC, ITC + NEC: CMG
+ Sunlight Res + CEC: CMG FT4
« Oil Res - |EEE 1202/383

+ ICEA T-29-520

Jacket Thickness

Pull Tension
Bend Radius (Min) 0D (Noi

22 AWG e Overall Beldfoil® Shielding » 22 AWG Orange Communication Wire

Stranded (7 x 30) BC Conductors * PVC Insulation * PVC Jacket

3000A 2 E1 46 3.00 76.20 .310 7.87 .043 1.09
3004A 4 E1 80 3.50 88.90 .357 9.01 .042 1.07
3006A 8 E1 172 4.75 120.65 .450 11.43

3008A 12 E1 210 5.00 127.00 536 13.61 .053 135
3010A 16 E1 290 6.00 152.40 594 15.09

3012A 24 E1 440 7.50 190.50 749 19.02 .065 1.65
3014A 50 E1 915 9.50 241.30 1.017 25.80 075 1.91

22 AWG e Individually Beldfoil Shielded Pairs and Overall Beldfoil Shielding 22 AWG Orange Communication Wire

Stranded (7 x 30) BC Conductors ¢ PVC Insulation ¢ PVC Jacket

3001A 2 E1 54 3.25 82.55 324 8.23 .042 1.07
3005A 4 E1 15 3.50 88.90 .360 9.14 .043 1.09
3007A 8 E1 250 5.25 133.35 497 12.62

.053 1.35
3009A 12 E1 300 5.75 146.05 570 14.48
3011A 16 E1 350 6.25 158.75 674 1712 .064 1.63
3013A 24 E1 540 8.00 203.20 .800 20.32 .065 1.65
3015A 50 E1 1330 10.50 266.70 1.050 26.67 075 1.91

To Specify Conductor, Insulation and Jacket Options: Bare Tinned Insulation/Jacket | Bare Tinned Insulation/Jacket

1234 A E A B PVC/PVC Q R XLP/CPE
Start with Add or Modify for c D XLP/PVC | S T XLP/Haloarrest®
Conductor, Insulation,  Add for Exposed
(1000 and 3000 Soros Gaes Onty) and Jacket. Run Rating
v See table at right.

BC = Bare Copper ¢ CPE = Chlorinated Polyethylene * PVC = Polyvinyl Chloride ¢ XLP = Cross-Linked Poly

BEL EN For more information, contact Belden Technical Support: 1-800-BELDEN-1 + www.belden.com



INDUSTRIAL AUTOMATION & PROCESS CONTROL CABLES 67

UL Instrumentation Cable
300V Power-Limited Tray Cables

22 AWG Triads
+ UL PLTC, ITC + NEC: CMG
—_— - Sunlight Res - CEC:CMG FT4
+ Oil Res + |EEE 1202/383

+ ICEA T-29-520

_ Bend Radius (Min) 0D (Nom) LGRS
Triads Color Code (Ma
N =

22 AWG e Unshielded

Stranded (7 x 30) TC Conductors ® PVC Insulation * PVC Jacket
9491 1 E1 29 2.00 50.80 .208 5.28 .037 94

22 AWG ~ Beldfoil® Shielding

Stranded (7 x 30) TC Conductors ® PVC Insulation * PVC Jacket
9363 1 E1 29 2.00 50.80 .208 5.28 .037 94

22 AWG Triads

- ULPLTC, ITC - NEC: CMG
+ Sunlight Res + CEC: CMG FT4
+ Oil Res + |EEE 1202/383

+ ICEA T-29-520

; Pult Tension Bend Radius (Min 0D (Nom) Jacket Thickness
Triads Color Code (Max)
Lbs mm mm

)
mm Inch Inch

22 AWG e Overall Beldfoil Shielding ® 22 AWG Orange Communication Wire

Stranded (7 x 30) BC Conductors * PVC Insulation « PVC Jacket
3002A 2 E1 62 3.50 88.90 -330 8.38 043 1.09

22 AWG e Individually Beldfoil Shielded Triads and Overall Beldfoil Shielding « 22 AWG Orange Communication Wire

Stranded (7 x 30) BC Conductors * PVC Insulation * PVC Jacket
3003A 2 E1 82 3.25 82.55 330 8.38 043 1.09

To Specify Conductor, Insulation and Jacket Options: Bare Tinned Insulation/Jacket | Bare Tinned Insulation/Jacket

1234 A E A B PVC/PVC Q R XLP/CPE
" Add or Modify for c D XLP/PVC S T XLP/Haloarrest®
Bass‘ggz::lnno Conductor, Insulation,  Add for Exposed |
bl and Jacket. Run Rating
(1000 and 3000 Series Cables Only) See table at right.

BC = Bare Copper * TC = Tinned Copper ¢ PVC = Polyvinyl Chloride * XLP = Cross-Linked Poly

BELEN For more information, contact Belden Technical Support: 1-800-BELDEN-1 - www.belden.com
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INDUSTRIAL AUTOMATION & PROCESS CONTROL CABLES 68

UL Instrumentation Cable
300V Power-Limited Tray Cables

20 AWG Pairs
+ ULPLTC, ITC + NEC: CMG

+ Sunlight Res + CEC: CMG FT4
« Oil Res - |EEE 1202/383

+ ICEA T-29-520

Pull Tension 4 q
Bend Radius (M 0D (Nom| Jacket Thickness
Part No. n Color Code (Max) _

20 AWG * Unshielded

Stranded (19 x 32) TC Conductors * PVC Insulation » PVC Jacket
9408 1 E2 31 2.0 50.80 214 5.44 .037 .94

20 AWG e Overall Beldfoil® Shielding

Stranded (19 x 32) TC Conductors * PVC Insulation » PVC Jacket
9320 1 E2 40 2.0 50.80 217 5.51 .037 94

20 AWG Pairs

« ULPLTC, ITC + NEC: CMG
+ Sunlight Res + CEC: CMG FT4
+ Oil Res + |EEE 1202/383

» ICEA T-29-520

Pull Tension Bend Radius (Min) 0D (Nom) Jacket Thickness
Part No. Color Code (Max)
s [ mn ] owm et [ oem [ men [ om ]

20 AWG e Overall Beldfoil Shielding ® 22 AWG Orange Communication Wire
Stranded (7 x 28) BC Conductors * PVC Insulation * PVC Jacket

1033A 1 E1 42 2.25 57.15 213 5.41 037 94
3016A 2 E1 92 3.75 95.25 .332 8.43 042 1.07
1056A 4 E1 135 4.25 107.95 .408 10.36
1057A 8 E1 247 5.00 127.00 472 11.99 .053 1.35
1058A 12 E1 359 6.00 152.40 .564 14.33
1059A 16 E1 232 6.50 165.10 649 16.48
1060A 24 E1 695 8.25 209.55 786 19.96 064 163
1061A 36 E1 1031 10.00 254.00 .960 24.38 o 188
1062A 50 E1 1423 11.50 292.10 1117 28.37

To Specify Conductor, Insulation and Jacket Options: Bare Tinned Insulation/Jacket | Bare Tinned Insulation/Jacket

1234 A E A B PVC/PVC Q R XLP/CPE
Start with Add or Modify for c D XLP/PVC | S T XLP/Haloarrest®
Conductor, Insulation,  Add for Exposed
(1000 and 3000 Soros Gaes Onty) and Jacket. Run Rating
v See table at right.

BC = Bare Copper * TC = Tinned Copper * CPE = Chlorinated Polyethylene * PVC = Polyvinyl Chloride ® XLP = Cross-Linked Poly

BEL EN For more information, contact Belden Technical Support: 1-800-BELDEN-1 + www.belden.com
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UL Instrumentation Cable
300V Power-Limited Tray Cables

20 AWG Pairs

+ UL PLTC, ITC + NEC: CMG
+ Sunlight Res + CEC: CMG FT4
+ Oil Res -+ |EEE 1202/383

+ ICEA T-29-520

Pull Tension . q
Bend Radius 0D (Nom) Jacket Thickness
Color Code (Max) _
[T SN NN BTN BTN TR T

20 AWG e Individually Beldfoil® Shielded Pairs and Overall Beldfoil Shielding * 22 AWG Orange Communication Wire
Stranded (7 x 28) BC Conductors * PVC Insulation * PVC Jacket

1075A 2 E1 97 3.75 95.25 .337 8.56 .042 1.07
1076A 4 E1 m 4.50 114.30 A1 10.44
1077A 8 E1 320 5.50 139.70 514 13.06 053 138
1078A 12 E1 468 6.75 171.45 637 16.18
1079A 16 E1 617 7.50 190.50 704 17.88 .064 1.63
1091A 20 E1 765 8.25 209.55 780 19.81
1080A 24 E1 914 9.00 228.60 .863 21.92
1081A 36 E1 1359 10.50 266.70 1.035 26.29 074 1.88
1082A 50 E1 1878 12.75 323.85 1.215 30.86

20 AWG Triads

+ UL PLTC, ITC + NEC: CMG
+ Sunlight Res - CEC: CMG FT4
+ Oil Res + |EEE 1202/383

+ ICEA T-29-520

Pull Tension 1
Bend Radius (Min) 0D (Nom) Jacket Thickness
m_

20 AWG * Unshielded

Stranded (19 x 32) TC Conductors * PVC Insulation * PVC Jacket
9492 1 E1 46 2.25 57.15 225 5.72 .037 94

20 AWG ~ Beldfoil Shielding

Stranded (19 x 32) TC Conductors ¢ PVC Insulation ¢ PVC Jacket
9364 1 E1 46 2.25 57.15 228 5.79 .037 94

To Specify Conductor, Insulation and Jacket Options: Bare Tinned Insulation/Jacket | Bare Tinned Insulation/Jacket

1234 A E A B PVC/PVC Q R XLP/CPE
" Add or Modify for c D XLP/PVC S T XLP/Haloarrest®
Bass‘ggz::lnno Conductor, Insulation,  Add for Exposed |
hljesd and Jacket. Run Rating
(1000 and 3000 Series Cables Only) See table at right.

BC = Bare Copper  TC = Tinned Copper ® CPE = Chlorinated Polyethylene * PVC = Polyvinyl Chloride * XLP = Cross-Linked Poly

BEL EN For more information, contact Belden Technical Support: 1-800-BELDEN-1 - www.belden.com
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INDUSTRIAL AUTOMATION & PROCESS CONTROL CABLES 70

UL Instrumentation Cable
300V Power-Limited Tray Cables

20 AWG Triads

« ULPLTC, ITC + NEC: CMG
+ Sunlight Res + CEC: CMG FT4
« Oil Res - |EEE 1202/383

+ ICEA T-29-520

Pul vension Bend Radius (M 0D (Nom) Jacket Thickness
Part No. Triads Color Code (Max)

20 AWG e Beldfoil® Shielding » 22 AWG Orange Communication Wire
Stranded (7 x 28) BC Condcutors  PVC Insulation ¢ PVC Jacket

1526A 1 E1 42 2.20 55.88 215 5.46 .037 .94
3017A 2 E1 97 3.60 91.44 360 9.14

3020A 4 E1 174 4.75 120.65 470 11.94 .055 1.40
3021A 8 E1 330 5.00 127.00 .560 14.22

3022A 12 E1 485 7.00 177.80 710 18.03 .066 1.68
3023A 16 E1 600 7.75 196.85 .821 20.85 064 1.63
3024A 24 E1 920 9.25 234.95 1.031 26.19 074 1.88

20 AWG e Individually Beldfoil Shielded Triads and Overall Beldfoil Shielding * 22 AWG Orange Communication Wire

Stranded (7 x 28) BC Conductors * PVC Insulation ¢ PVC Jacket

3018A 2 E1 102 375 95.25 372 9.45 .055 1.40
1083A 4 E1 228 4.50 114.30 451 11.46 .053 1.35
1084A 8 E1 432 5.75 146.05 575 10.81
1085A 12 E1 636 715 181.61 714 18.14 064 1.63
1092A 16 E1 84 7.90 200.66 793 20.14
1086A 24 E1 1250 9.90 251.46 .992 25.20
3067A 36 E1 1875 13.00 330.20 1.292 32.82 o 188

To Specify Conductor, Insulation and Jacket Options: Bare Tinned Insulation/Jacket | Bare Tinned Insulation/Jacket

1234 A E A B PVC/PVC Q R XLP/CPE
Start with Add or Modify for c D XLP/PVC | S T XLP/Haloarrest®
Conductor, Insulation,  Add for Exposed
(1000 and 3000 Soros Gaes Onty) and Jacket. Run Rating
v See table at right.

BC = Bare Copper * TC = Tinned Copper * CPE = Chlorinated Polyethylene * PVC = Polyvinyl Chloride ® XLP = Cross-Linked Poly

BEL EN For more information, contact Belden Technical Support: 1-800-BELDEN-1 + www.belden.com



INDUSTRIAL AUTOMATION & PROCESS CONTROL CABLES 71

UL Instrumentation Cable
300V Power-Limited Tray Cables

18 AWG Pairs

+ UL PLTC, ITC + NEC: CMG
+ Sunlight Res + CEC: CMG FT4
+ Oil Res -+ |EEE 1202/383

+ ICEA T-29-520

T oy
Pu"JIe" on Bend Radius ( 0D (Nom) Jacket Thickness
Color Code (Ma:
[ ws | wmen | om | kb [ oom ] e [ om ]

18 AWGe Unshielded

Stranded (19 x 30) TC Conductors * PVC Insulation  PVC Jacket
9409 1 E2 19 225 57.15 .230 5.84 .037 94

18 AWG ¢ Overall Beldfoil® Shielding

Stranded (19 x 30) TC Conductors * PVGC Insulation  PVC Jacket

9318 1 E2 60 2.25 5715 233 5.92 037 .94
9552 2 E2 65 3.70 93.98 .368 9.34 042 1.07
9553 3 E2 145 410 104.14 41 10.44
9554 4 E2 187 4.50 114.30 447 11.35

053 1.35
9556 6 E2 270 5.00 127.00 497 12.62
9559 9 E2 395 5.80 147.32 579 14.71
9563 1 E2 478 6.75 171.45 665 16.89

.063 1.60
9565 15 E2 640 7.50 190.50 739 18.77

18 AWG e Individually Beldfoil Shielded Pairs

Stranded (19 x 30) TC Conductors * PVC Insulation ¢ PVC Jacket

9368 2 E2 125 3.75 95.25 378 9.60 042 1,07
9369 3 E2 220 4.25 107.95 423 10.74
3029A 4 E1 296 450 114.30 461 1.7
9388 4 E2 296 4.60 116.84 461 1.71 053 135
9389 6 E2 440 5.25 133.35 538 13.67
9390 9 E2 666 6.50 165.10 652 16.56
9391 1 E2 815 7.25 184.15 729 18.52 064 1.63
9392 15 E2 1100 8.00 203.20 808 20.52

TC = Tinned Copper * PVC = Polyvinyl Chloride

BEL EN For more information, contact Belden Technical Support: 1-800-BELDEN-1 - www.belden.com
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INDUSTRIAL AUTOMATION & PROCESS CONTROL CABLES 72

UL Instrumentation Cable
300V Power-Limited Tray Cables

18 AWG Pairs

« ULPLTC, ITC + NEC: CMG
+ Sunlight Res + CEC: CMG FT4
« Oil Res - |EEE 1202/383

+ ICEA T-29-520

Pull Tension )
Bend Radius (Min| 0D (Nom)] Jacket Thickness
n Color Code _

18 AWGe Overall Beldfoil® Shielde 22 AWG Orange Communication Wire

Stranded (7 x 26) BC Conductors  PVC Insulation ¢ PVC Jacket

1032A 1 E1 67 2.50 63.50 .233 5.92 .037 .94
3025A 2 E1 121 3.50 88.90 .375 9.53 042 1.07
1529A 3 E1 165 4.25 107.95 .415 10.54
1466A 4 E1 21 4.50 114.30 .452 11.48 .053 1.35
1467A 8 E1 390 5.50 139.70 .523 13.28
1468A 12 E1 560 6.75 171.45 673 17.09 064 1.63
3034A 16 E1 640 7.25 184.15 713 18.11 .066 1.68
1471A 24 E1 1105 9.25 234.95 932 23.67
1472A 36 E1 1644 10.50 266.70 1.062 26.97 074 1.88
3041A 50 E1 2240 12,75 323.85 1.240 31.50

18 AWGe Individually Beldfoil Shielded Pairs and Overall Beldfoil Shield « 22 AWG Orange Communication Wire
Stranded (7 x 26) BC Conductors * PVC Insulation ¢ PVC Jacket

1474A 2 E1 149 4.00 101.60 .408 10.16
1475A 4 E1 267 475 120.65 .468 11.89 .053 1.35
1476A 8 E1 501 6.00 152.40 .594 15.10
1477A 12 E1 779 7.25 184.15 737 18.72
3035A 16 E1 725 8.50 215.90 .836 21.20 064 163
1480A 24 E1 1443 10.25 260.35 1.019 25.88
1481A 36 E1 2148 11.75 298.45 1163 29.54 o 188
3042A 50 E1 2935 14.00 355.60 1.389 35.28 .084 213

To Specify Conductor, Insulation and Jacket Options: Bare Tinned Insulation/Jacket | Bare Tinned Insulation/Jacket

1234 A E A B PVC/PVC Q R XLP/CPE
Start with Add or Modify for c D XLP/PVC | S T XLP/Haloarrest®
Conductor, Insulation,  Add for Exposed
(1000 and 3000 Soros Gaes Onty) and Jacket. Run Rating
v See table at right.

BC = Bare Copper ¢ CPE = Chlorinated Polyethylene * PVC = Polyvinyl Chloride ¢ XLP = Cross-Linked Poly

BEL EN For more information, contact Belden Technical Support: 1-800-BELDEN-1 + www.belden.com
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UL Instrumentation Cable
300V Power-Limited Tray Cables

18 AWG Triads

+ UL PLTC, ITC - NEC: CMG - |EEE 1202/383
+ Sunlight Res » CEC: CMG FT4 + ICEA T-29-520
+ Oil Res

Pull Tension (Max) Bend Radius (Min) m Jacket Thickness
g AN = -~ R A= -

18 AWG © Unshielded

Stranded (19 x 30) TC Conductors ¢ PVC Insulation ¢ PVC Jacket
9493 1 E1 62 2.25 57.15 242 615 037 94

18 AWG e Beldfoil® Shielding

Stranded (19 x 30) TC Conductors ¢ PVC Insulation  PVC Jacket
9365 1 E1 74 2.50 63.50 .245 6.22 .037 .94

18 AWG Triads

- ULPLTC, ITC - NEC: CMG - |EEE 1202/383
+ Sunlight Res - CEC: CMG FT4 + ICEA T-29-520
+ Oil Res

Pull Tension (Max) Bend Radius (Min)

Part No. Triads
Lbs Inch mm Inch mm Inch mm

lor Code

18 AWG ¢ Overall Beldfoil Shielding ® 22 AWG Orange Communication Wire

Stranded (7 x 26) BC Conductors * PVC Insulation « PVC Jacket

1036A 1 E1 90 2.40 60.96 .236 5.99 037 94
3027A 2 E1 165 4.25 107.95 420 10.67

.055 1.40
3030A 4 E1 240 4.50 114.30 .521 13.20
3032A 8 E1 501 575 146.05 .580 14.70 064 1.63
3036A 16 E1 1050 9.00 228.60 .900 22.86

077 1.96
3038A 24 E1 1450 10.25 260.35 1.020 25.91

18 AWG e Individually Beldfoil Shielded Triads and Overall Beldfoil Shielding ® 22 AWG Orange Communication Wire

Stranded (7 x 26) BC Conductors * PVC Insulation « PVC Jacket

3028A 2 E1 175 4.50 114.30 .450 11.43 .055 1.40
3031A 4 E1 255 5.25 133.35 .533 13.50 .053 1.35
3033A 8 E1 560 6.50 165.10 654 16.50 064 1.63
3068A 12 E1 800 8.50 215.90 -840 21.30 063 1.60
3037A 16 E1 1320 10.50 266.70 974 24.70

074 1.88
3039A 24 E1 1620 11.25 285.75 1.200 30.50

To Specify Conductor, Insulation and Jacket Options: Bare Tinned Insulation/Jacket | Bare Tinned Insulation/Jacket

1234 A E A B PVC/PVC Q R XLP/CPE
" Add or Modify for c D XLP/PVC S T XLP/Haloarrest®
Bass‘ggz::lnno Conductor, Insulation,  Add for Exposed |
hljesd and Jacket. Run Rating
(1000 and 3000 Series Cables Only) See table at right.

BC = Bare Copper  TC = Tinned Copper ® CPE = Chlorinated Polyethylene * PVC = Polyvinyl Chloride * XLP = Cross-Linked Poly

BEL EN For more information, contact Belden Technical Support: 1-800-BELDEN-1 - www.belden.com
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INDUSTRIAL AUTOMATION & PROCESS CONTROL CABLES 74

UL Instrumentation Cable
300V Power-Limited Tray Cables

16 AWG Pairs
+ ULPLTC, ITC + NEC: CMG

+ Sunlight Res + CEC: CMG FT4
- Oil Res « |EEE 1202/383

« ICEA T-29-520

Pull Tension "
Bend Radius (Min) 0D (Nom) Jacket Thickness
n Color Code _
L ws ] e ] e ] e ] e o om

16 AWG © Unshielded
Stranded (19 x 29) TC Conductors * PVC Insulation ¢ PVC Jacket

9410 1 E2 78 250 63.50 254 6.45 0.37 .94
Stranded (7 x 24) BC Conductors * PVC Insulation ¢ PVC Jacket
1035A 1 E1 | 2.50 63.50 254 6.45 0.37 .94

16 AWG e Beldfoil® Shielding

Stranded (19 x 29) TC Conductors * PVC Insulation ¢ PVC Jacket
9316 1 E2 90 2.50 63.50 .256 6.50 0.37 .94

16 AWG Pairs

+ ULPLTC, ITC « NEC: CMG
+ Sunlight Res « CEC: CMG FT4
-+ Oil Res - |EEE 1202/383

+ ICEA T-29-520

Pull Tension .
Bend Radius (Min) 0D (Nom] cket Thickness
Color Code _
[ [T T T (N T N

16 AWG e Overall Beldfoil Shielding 22 AWG Orange Communication Wire

Stranded (7 x 24) BC Conductors * PVC Insulation * PVC Jacket

1030A 1 E1l 9 2.50 63.50 257 6.53 037 94
3043A 2 E1 83 450 114.30 437 11.10
1528A 3 E1 250 4.75 120,65 457 11.61

053 1.35
1484A 4 E1 330 5.00 127.00 495 12.57
1485A 8 E1 616 6.00 152.40 597 15.16
1486A 12 E1 892 7.50 190.50 k2 18.80

064 1.63
3050A 16 E1l 661 8.50 215.90 831 2110
1489A 24 E1 1749 10.50 266.70 1.032 26.20 o 158
1490A 36 3] 2606 1.75 298.45 1.178 29.80 : ’
3056A 50 El 3615 15.50 393.70 1.550 39.37 088 2.24

To Specify Conductor, Insulation and Jacket Options: Bare Tinned Insulation/Jacket | Bare Tinned Insulation/Jacket

1234 A E A B PVC/PVC Q R XLP/CPE
Start with Add or Modify for c D XLP/PVC | S T XLP/Haloarrest®
Conductor, Insulation,  Add for Exposed
(1000 and 3000 Soros Gaes Onty) and Jacket. Run Rating
v See table at right.

BC = Bare Copper * TC = Tinned Copper * CPE = Chlorinated Polyethylene * PVC = Polyvinyl Chloride ® XLP = Cross-Linked Poly

BEL EN For more information, contact Belden Technical Support: 1-800-BELDEN-1 + www.belden.com
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UL Instrumentation Cable
300V Power-Limited Tray Cables

o2
=2
[}
=
16 AWG Pairs 8
+ ULPLTC, ITC + NEC: CMG ]
+ Sunlight Res + CEC: CMG FT4 2
+ Oil Res - |EEE 1202/383

+ ICEA T-29-520

Pull Tension . a
Bend Radius 0D (Nom) Jacket Thickness
Color Code (Max) _
[T SR BTN BTN TN TN T

16 AWG e Individually Beldfoil® Shielded Pairs and Overall Beldfoil Shield « 22 AWG Orange Communication Wire

Stranded (7 x 24) BC Conductors * PVC Insulation * PVC Jacket

1492A 2 E1 232 4.50 114.30 .450 11.43 .053 1.35
1493A 4 E1 420 5.00 127.00 512 13.11 .055 1.40
1494A 8 E1 795 7.00 177.80 .687 17.50

.066 1.68
1495A 12 E1 1170 8.25 209.55 822 20.73
3051A 16 E1 661 10.00 254.00 936 23.77

.074 1.88
1498A 24 E1 2296 11.50 29210 1149 29.18
1499A 36 E1 3167 13.50 342.90 1.334 33.88 .084 2.13
3057A 50 E1 2066 16.00 406.40 1.600 40.64 .088 2.24

16 AWG Triads

+ UL PLTC, ITC - NEC: CMG
+ Sunlight Res + CEC: CMG FT4
+ Oil Res - |EEE 1202/383

+ ICEA T-29-520

Pull Tension - . _
Bend Radius (Min) Jacket Thickness
Triads Color Code (Max) m—
[ we | kb ] e | ke [ em ] ek

16 AWG © Unshielded
Stranded (19 x 29) TC Conductors * PVC Insulation ¢ PVC Jacket

9494 1 E1 91 275 69.85 .268 6.81 .037 .94
Stranded (7 x 24) BC Conductors ® PVC Insulation ¢ PVC Jacket
1034A 1 E1 107 275 69.85 .268 6.81 .037 .94

16 AWG * Beldfoil Shielding

Stranded (19 x 29) TC Conductors * PVC Insulation ¢ PVC Jacket
9366 1 E1 116 2.75 69.85 270 6.86 .037 .94

To Specify Conductor, Insulation and Jacket Options: Bare Tinned Insulation/Jacket | Bare Tinned Insulation/Jacket

1234 A E A B PVC/PVC Q R XLP/CPE
" Add or Modify for c D XLP/PVC S T XLP/Haloarrest®
Bass‘ggz::lnno Conductor, Insulation,  Add for Exposed |
hljesd and Jacket. Run Rating
(1000 and 3000 Series Cables Only) See table at right.

BC = Bare Copper  TC = Tinned Copper ® CPE = Chlorinated Polyethylene  PVC = Polyvinyl Chloride * XLP = Cross-Linked Poly

BEL

For more information, contact Belden Technical Support: 1-800-BELDEN-1 - www.belden.com
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UL Instrumentation Cable
300V Power-Limited Tray Cables

16 AWG Triads

« ULPLTC, ITC + NEC: CMG
+ Sunlight Res + CEC: CMG FT4
« Oil Res - |EEE 1202/383

+ ICEA T-29-520

Pull Tension ) )
Bend Radius (M 0D (Nom)]
Part No. Triads Color Code (Max) _
[T T T BTN BT T BT

16 AWG e Overall Beldfoil® Shielding ® 22 AWG Orange Communication Wire

Stranded (7 x 24) BC Conductors * PVC Insulation * PVC Jacket

1031A 1 E1 130 2.75 69.85 271 6.88 037 94
3044A 2 E1l 259 475 120.65 483 12.27

053 1.35
3046A 4 E1 473 575 146.05 570 14.40
3048A 8 El 902 7.50 190.50 760 19.30 063 1.60
3052A 16 E1l 1758 11.25 285.75 1.032 26.21 o .
3054A 24 E1 2615 11.75 298.45 1.180 29.90 ’ )

16 AWG e Individually Beldfoil Shielded Triads and Overall Beldfoil Shielding ® 22 AWG Orange Communication Wire

Stranded (7 x 24) BC Conductors * PVC Insulation * PVC Jacket

3045A 2 E1 304 5.00 127.00 506 12.80
3047A 4 E1 563 6.00 152,40 569 14.45 058 138
3049A 8 E1 1081 8.00 203.20 764 19.41 064 1.63
3069A 12 E1 1500 10.00 254,00 998 25.35

3053A 16 E1 2117 11.50 29210 1.150 29.20 o 188
3055A 24 E1 3153 13.25 336.55 1.320 33.53 084 213

To Specify Conductor, Insulation and Jacket Options: Bare Tinned Insulation/Jacket | Bare Tinned Insulation/Jacket

1234 A E A B PVC/PVC Q R XLP/CPE
Start with Add or Modify for c D XLP/PVC | S T XLP/Haloarrest®
Conductor, Insulation,  Add for Exposed
(1000 and 3000 Soros Gaes Onty) and Jacket. Run Rating
v See table at right.

BC = Bare Copper ¢ CPE = Chlorinated Polyethylene * PVC = Polyvinyl Chloride ¢ XLP = Cross-Linked Poly

BEL EN For more information, contact Belden Technical Support: 1-800-BELDEN-1 + www.belden.com
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UL Instrumentation Cable
300V Power-Limited Tray Cables

14 AWG Pairs

UL PLTC, ITC + NEC: CL3R
+ Sunlight Res + CEC: CMG FT4
+ Oil Res -+ |EEE 1202/383

+ ICEA T-29-520

Pull Tension " o 5
Bend Radius (Min) 0D (Nom) Jacket Thickness
“n Color Code _

JENN N = =~ | = O =~ R

14 AWG © Unshielded

Stranded (42 x 30) TC Conductors  PVC Insulation ¢ PVC Jacket
9411 1 E2 124 3.25 82.55 322 8.18 042 1.07

14 AWG e Beldfoil® Shielding

Stranded (42 x 30) TC Conductors  PVC Insulation ¢ PVC Jacket
9314 1 E2 140 3.25 82.55 324 8.23 042 1.07

14 AWG Triads

UL PLTC, ITC - NEC: CL3R
+ Sunlight Res + CEC: CMG FT4
+ Oil Res + |EEE 1202/383
ICEA T-29-520

Pu" o) Bend Radius (MI") m Jacket Thickness
Triads Color Code Max)

14 AWG * Unshielded

Stranded (42 x 30) TC Conductors  PVC Insulation ¢ PVC Jacket
9495 1 E1 186 3.50 88.90 .340 8.64 042 1.07

14 AWG e Beldfoil Shielding

Stranded (42 x 30) TC Conductors  PVC Insulation ¢ PVC Jacket
9367 1 E1 188 3.50 88.90 343 8.71 042 1.07

TC = Tinned Copper * PVC = Polyvinyl Chloride

BELEN For more information, contact Belden Technical Support: 1-800-BELDEN-1 - www.belden.com
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UL Instrumentation Cable
300V Power-Limited Tray Cables

12 AWG Pairs
« ULPLTC, ITC + NEC: CL3R

+ Sunlight Res + CEC: CMG FT4
« Oil Res - |EEE 1202/383

+ ICEA T-29-520

Pull Tension " B N
Bend Radius (Min) 0D (Nom| Jacket Thickness
Part No. n Color Code _

N = = = N | = N = = =N

12 AWG © Unshielded

Stranded (65 x 30) TC Conductors  PVC Insulation « PVC Jacket
9412 1 E2 197 4.25 107.95 370 9.40 042 1.07

12 AWG e Beldfoil® Shielding

Stranded (65 x 30) TC Conductors ¢ PVC Insulation ¢ PVC Jacket
9312 1 E2 225 4.25 107.95 373 9.47 042 1.07

12 AWG Triads
« ULPLTC, ITC + NEC: CL3R

:.\-ﬁ"” - - Sunlight Res - CEC:CMG FT4
SN + Oil Res - |EEE 1202/383

+ ICEA T-29-520

Pull Tensi " 5 i
Bend Radius (Min| 0D (Nom)] Jacket Thickness
Part No. Triads Color Code (Max) _

R S~ =t = = =~ A= - =~

12 AWG e Unshielded

Stranded (7 x 20) BC Conductors * PVC Insulation ¢ PVC Jacket
3102A 1 E1 315 3.50 88.90 432 11.00 0.53 1.35

To Specify Conductor, Insulation and Jacket Options: Bare Tinned Insulation/Jacket | Bare Tinned Insulation/Jacket

1234 A E A B PVC/PVC Q R XLP/CPE
Start with Add or Modify for c D XLP/PVC | S T XLP/Haloarrest®
Conductor, Insulation,  Add for Exposed
(1000 and 3000 Soros Gaes Onty) and Jacket. Run Rating
v See table at right.

BC = Bare Copper * TC = Tinned Copper * CPE = Chlorinated Polyethylene * PVC = Polyvinyl Chloride ® XLP = Cross-Linked Poly

BEL EN For more information, contact Belden Technical Support: 1-800-BELDEN-1 + www.belden.com



