Power & Control - Multi-Conductor Cables

MachFlex Flexible Control Cables
600 V MachFlex 360TC for Moderate Flexing (1 Million Flex Cycles)

FCC Control Cables ¢ Braid

Shielded ¢ Double Jacketed e UL AWM 2587 (600 V, +90 °C) e UL Direct Burial
e CSA AWM I/1l A/B 600 V +105 °C e |EEE 1202/383 FT4
e Sunlight Res e -40 °C to +90 °C (Cold Impact)
e Oil Res I/l e -5°C to +90 °C (Flexing)

. . . 0 Outer Jacket
Pull Tension (Max 0D (Nom Insulation Thickness | Inner Jacket Thickness 5
m__ Additional
Ground Lbs Features/Ratings
(Grn/Yel)

Stranded BC Conductors ¢ PVC Insulation ¢ TPE Inner Jacket » 85% TC Braid Shield ¢ Abrasion Resistant Chrome Belflex® TPE Jacket

20 AWG * 10 x 30

7401WS 2 1 39 173 .303 770
.015 .38 .025 .64 .040 1.02
7403WS 4 1 65 289 .339 8.61
UL PLTC
7404WS 6 1 91 405 409 10.39
.015 .38 .025 .64 .053 1.35
7408WS 24 1 325 1445 .595 15.11

Stranded BC Conductors * PVC/Nylon Insulation ¢ TPE Inner Jacket * 85% TC Braid Shield » Abrasion Resistant Chrome Belflex® TPE Jacket

18 AWG » 16 x 30

7410WS 2 1 69 307 367 9.32
7411WS 3 1 92 409 391 9.93 1020 51 025 64 047 119
7413WS 6 1 161 716 468 11.89
7415WS 11 1 276 1227 578 14.68 020 51 025 64 060 1.52
7416WS 17 1 414 1842 654 16.61
020 51 025 64 063 1.60
7417TWS 24 1 575 2557 756 19.20
16 AWG * 26 x 30
7422WS 2 1 105 467 394 10.01
1020 51 025 64 047 1.19
7423WS 3 1 140 623 420 10.67
7427WS 11 1 420 1868 628 15.95 020 o 025 o4 063 160
| ) . J ; | UL AWM 21486
7428WS 17 1 630 2802 714 18.14 (1000, +90 °C)
7429WS 24 1 875 3892 870 2210 .020 51 025 64 080 2.03 CSAUALWT'g |égA/B
ULWTTC 1000V
14 AWG 41 x 30 C(UL) Type TC &
CICFT4
7435WS 2 1 201 894 407 10.34 020 51 025 64 047 119
7438WS 6 1 469 2086 598 15.19 1020 51 025 64 .060 1.52
12 AWG * 65 x 30
7445WS 3 1 338 1503 544 13.82 020 51 030 76 .060 1.52
10 AWG * 105 x 30
7447WS 3 1 546 2429 644 16.36 025 64 035 89 063 1.60
8 AWG * 168 x 30
7450WS 3 1 872 3879 910 23.11 025 64 040 1.02 085 216

Conductor Color Coding: Black, Numbered, Green/Yellow Ground.

BC = Bare Copper ® TC = Tinned Copper ® PVC = Polyvinyl Chloride
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