Power & Control - Multi-Conductor Cables

MachFlex Flexible Control Cables
600 V MachFlex 360TC for Moderate Flexing (1 Million Flex Cycles)

FCC Control Cable ¢ Unshielded
e UL AWM 2587 (600 V, +90 °C) e UL Direct Burial

e CSA AWM I/1l A/B 600 V +105 °C e |EEE 1202/383 FT4
1 E. e Sunlight Res e -40 °C to +90 °C (Cold Impact)
e Oil Res I/l e -5°C to +90 °C (Flexing)
| Conductors | PuliTensionWax) | 0D (Nom) |insulation Thickness | Jacket Thickness |

Ground bs Additional Features/Ratings
(Grn/Yel)

Stranded BC Conductors ¢ PVC Insulation ¢ Abrasion Resistant Chrome Belflex® TPE Jacket

20 AWG * 10 x 30

7400W 2 — 26 116 211 5.36
7401W 2 1 39 173 221 5.61
7402W 3 1 52 231 .238 6.05 015 38 087 94
7403W 4 1 65 289 257 6.53
7404W 6 1 o1 405 300 7.85 UL PLTC
7405W 8 1 117 520 345 8.76
7406W 11 1 156 693 .363 9.22 ot 38 02 107
7407W 17 1 234 1041 44 11.20
7408W 24 1 325 1445 517 13.13 015 38 053 1.35
Stranded BC Conductors ¢ PVC/Nylon Insulation ¢ Abrasion Resistant Chrome Belflex® TPE Jacket
18 AWG * 16 x 30
7409W 2 — 50 222 264 6.71 022 56 040 1.02
7410W 2 1 69 307 .289 7.34
7411w 3 1 92 409 313 7.95
7412W 4 1 115 511 339 8.61
7413W 6 1 161 716 .390 9.91 020 o o7 119
7414W 8 1 252 1121 451 11.46
7415W 1 1 276 1227 468 11.89
7416W 17 1 414 1841 576 14.63
7417W 24 1 575 2557 678 17.22 .020 51 063 1.60
7418W 33 1 782 3478 762 19.36 UL AWM 21486
(1000, +90 °C)
16 AWG * 26 x 30 ULV%TT((::]EO%OV
7421W 2 — 76 338 301 7.65 C(UL) Type TC & CIC FT4
7422W 2 1 105 467 316 8.03
7423W 3 1 140 623 342 8.69
7424W 4 1 175 778 371 9.42 020 o o4 119
7425W 6 1 245 1090 434 11.02
7426W 8 1 315 1401 498 12.65
7427W 1 1 420 1868 550 13.97
7428W 17 1 630 2802 636 16.15 .020 51 063 1.60
7429W 24 1 875 3892 752 19.10
7430W 33 1 1190 5293 882 22.40 020 51 085 216

Conductor Color Coding: Black, Numbered, Green/Yellow Ground

BC = Bare Copper ® PVC = Polyvinyl Chloride
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Power & Control - Multi-Conductor Cables

MachFlex Flexible Control Cables
600 V MachFlex 360TC for Moderate Flexing (1 Million Flex Cycles)

FCC Control Cable ¢ Unshielded

UL AWM 2587 (600 V, +90 °C) e UL Direct Burial
e CSA AWM I/Il A/B 600 V +105 °C e |EEE 1202/383 FT4

m e Sunlight Res e -40 °C to +90 °C (Cold Impact)
: Oil Res I/Il e -5°C to +90 °C (Flexing)
[ Conductors | PullTension(Max) | 0D (Nom) | msulation Thickness | Jacket Thickness |

- Ground Additional Features/Ratings
SRR Y e

Stranded BC Conductors * PVC/Nylon Insulation ¢ Abrasion Resistant Chrome Belflex® TPE Jacket

14 AWG » 41 x 30

7435W 2 1 201 894 329 8.36
7436W 3 1 268 1192 381 9.68 020 51 047 119
7438W 6 1 469 2086 487 12.37
7430W 8 1 603 2682 593 15.06
020 51 063 160
7440W 1 1 804 3576 617 15.67
74420 2 1 1675 7451 895 2273 020 51 085 216
UL AWM 21486
12 AWG © 65 x 30 (1000, +90 °C)
74400 2 1 253 1125 389 9.88 ke
: - UL WTTC 1000 V
020 51 047 119
7445W 3 1 338 1503 424 10.77 C(UL) Type TC & CIC FT4
10 AWG © 105 x 30
7447TW 3 1 672 2989 546 13.87 025 64 063 1.60
6 AWG * 266 x 30
7453W 3 1 1472 6548 875 22.23 040 1.02 085 2.16

Conductor Color Coding: Black, Numbered, Green/Yellow Ground

BC = Bare Copper ® PVC = Polyvinyl Chloride
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