Power & Control - Paired and Triads Cables

UL Instrumentation Cables
Thermocouple Extension Cables

Extension Cable

e ULPLTC, ITC * NEC: CMG

e Sunlight Res e CEC: CMG FT4
e Oil Res e |EEE 1202/383
e +105°C e |CEA T-29-520

Insulation Thickness 0D (Nom)
ANSI Type Color Code Jacket Color ““

20 AWG Solid Conductors ¢ Overall Beldfoil® Shield

PVC Insulation ¢ PVC Jacket

3111A JX 1 White, Red Black
3112A KX 1 Yellow, Red Yellow .016 A .206 5.23
3113A X 1 Blue, Red Blue

20 AWG Solid Conductors ¢ Individually Beldfoil® Shielded Pairs + Overall Beldfoil® Shield

PVC Insulation ¢ PVC Jacket

3115A JX 2 White, Red Black .016 A .332 8.43
1006A JX 4 White, Red Black .016 A .383 9.73
1012A KX 4 Yellow, Red Yellow .016 A .383 9.73
1013A KX 8 Yellow, Red Yellow .016 A .503 12.78
16 AWG Solid Conductors * Overall Beldfoil® Shield
PVC Insulation ¢ PVC Jacket
1101A EX 1 Purple, Red Purple
1000A JX 1 White, Red Black
1018A KX 1 Yellow, Red Yellow o s 248 6.50
1023A X 1 Blue, Red Blue

PVC = Polyvinyl Chloride
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Power & Control - Paired and Triads Cables

UL Instrumentation Cables
High-Temperature Thermocouple Extension Cables and Thermocouple Wire

High-Temperature Extension Cable
e UL PLTC e +200 °C

e Sunlight Res e NEC: CL3P
A e Oil Res

) Insulation Thickness 0D (Nom)
ANSI Type Pairs/Cond. Color Code Jacket Color “

20 AWG Solid Conductors ¢ Unshielded

FEP Insulation * FEP Jacket
83932 KX 2c Yellow, Red Yellow .010 .25 .076 x.128 1.93x3.25

20 AWG Stranded (7x28) Conductors ® Unshielded

FEP Insulation ¢ FEP Jacket
83930 JX 2c White, Red Black .010 .25 .082x.149 2.08x 3.56

20 AWG Stranded (7x28) Conductors ¢ Overall Beldfoil® Shield

FEP Insulation * FEP Jacket

83955 EX 1pr Purple, Red Purple
83950 JX 1pr White, Red Black
.010 .25 145 3.68
83952 KX 1pr Yellow, Red Yellow
83954 X 1pr Blue, Red Blue

16 AWG Solid Conductors ¢ Overall Beldfoil® Shield

FEP Insulation ¢ FEP Jacket

1114A EX 1pr Purple, Red Purple
1115A JX 1pr White, Red Black
.010 .25 72 4.37
1116A KX 1pr Yellow, Red Yellow
1117A X 1pr Blue, Red Blue
16 AWG Stranded (7 x 24) Conductors e Overall Beldfoil® Shield
FEP Insulation ¢ FEP Jacket
83951 JX 1pr White, Red Black .010 .25 189 4.80
83953 KX 1pr Yellow, Red Yellow .010 .25 187 4.75
High-Temperature
Thermocouple Wire e UL PLTC e +200°C
e Sunlight Res e NEC: CL3P

e Qil Res

Insulation Thickness 0D (Nom)

20 AWG Solid Conductors ¢ Unshielded

FEP Insulation * FEP Jacket

83915 E 2 Purple, Red Brown
83900 J 2 White, Red Brown
.010 .25 .076 x 128 1.93x3.25
83905 K 2 Yellow, Red Brown
83910 T 2 Blue, Red Brown

FEP = Fluorinated Ethylene Propylene
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