Xtra-Guard® Continuous Flex Data A "

C-Track or High Flexing Applications Up to 6 Million 4aw
Flex Life Cycles 300 V Foil + Braid Shield, Multipair

28 AWG (0.09 mm?)

Stranding: 7/36 (7 x 013 mm)
Insulation thickness: 0.010 (0.25 mm)

. Nominal Diameter Jacket Thickness

Part No. Pairs
Inch mm Inch mm
86401CY 1 0.186 4.72 0.040 1.02
86402CY 2 0.231 5.87 0.040 1.02
86403CY 3 0.240 6.10 0.040 1.02
ULCM 86404CY 4 0.256 6.50 0.040 1.02
UL AWM 2661 86405CY 5 0.274 6.96 0.040 1.02
CSA AWMI /“ A /B FT4 86406CY 6 0.293 744 0.040 1.02
CSA CMG 86408CY 8 0.331 8.41 0.040 1.02
CE 86410CY 10 0.365 9.27 0.045 114
86414CY 14 0.381 9.68 0.045 114

Operating Temperature

e T i)  GAWGOMmm)
« -10°C to +105°C (stationary) 26 AWG (0.14 mm?)

Stranding: 7/34 (7 x 0.16 mm)
Insulation thickness: 0.010 (0.25 mm)

Conductor Color Coding

. Chart A Part No. Pairs Nominal Diameter Jacket Thickness
. Inch mm Inch mm
* Jacket color: slate 86501CY 1 0194 4.93 0.040 102
. 86502CY 2 0.244 6.20 0.040 1.02
Materials 86503CY 3 0.254 6.45 0.040 102
* Finely stranded tinned 86504CY 4 0.272 6.91 0.040 1.02
copper conductors 86505CY 5 0.292 7.42 0.040 1.02
* Lubricated semi-rigid 86506CY 6 0313 7.95 0.040 1.02
PVC insulation 86508CY 8 0.355 9.02 0.040 1.02

* Foil + braid shield 86510CY 10 0.392 9.96 0.045 114
Aluminum/polyester foil shield, 86514CY 14 0.426 10.82 0.053 1.35

with 25% overlap and tinned
copper drain wire
Tinned copper braid with
85% coverage

¢ Oil-resistant PVC jacket

Availability

100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m)
Bulk, cut to length

FIT® Tubing Recommendations

¢ FIT-FLEX: Highly flexible,
cross-linked silicone rubber

e FIT-650: Chemical/
temperature resistant
cross-linked fluoroelastomer
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Xtra-Guard® Continuous Flex Data ‘VG

C-Track or High Flexing Applications Up to 6 Million QA&AW
Flex Life Cycles
300 V Foil + Braid Shield, Multipair

20 AWG (0.56 mm?)

Stranding: 19/32 (19 x 0.20 mm)
Insulation thickness: 0.01 (0.25 mm)

) Nominal Diameter Jacket Thickness
Part No. Pairs
Inch mm Inch mm
8620012CY 12 0.360 9.14 0.043 1.09
862002CY 2 0.224 5.69 0.040 1.02
862003CY 3 0.234 5.94 0.040 1.02
ULCM 862004CY 4 0.250 6.35 0.040 1.02
UL AWM 2661 862005CY 5 0.268 6.81 0.040 1.02
CSA AWM I /|| A/B FT4 862007CY 7 0.313 7.95 0.043 1.09
CSA CMG
CE
Operating Temperature Stranding: 41/34 (41 x 0.16 mm)
« +5°C to +105°C (flexing) Insulation thickness: 0.01 (0.25 mm)
« -10°C to +105°C (stationary) Part No. Pairs Nominal Diameter Jacket Thickness
Inch mm Inch mm
) 861812CY 12 0.372 9.45 0.043 1.09
Conductor Color Coding 86182CY 2 0.230 5.84 0.040 102
e Chart A 86183CY 3 0.240 6.10 0.040 1.02
¢ Jacket color: slate 86184CY 4 0.257 6.53 0.040 1.02
86185CY 5 0.283 719 0.043 1.09
Materials 86187CY 7 0.323 8.20 0.043 1.09

¢ Finely stranded tinned
copper conductors
¢ Lubricated semi-rigid

PVC insulation Stranding: 65/34 (65 x 0.16 mm)

« Foil + braid shield Insulation thickness: 0.01 (0.25 mm)
Aluminum/polyester foil shield, Part No. Pairs Nominal Diameter Jacket Thickness
with 25% overlap and tinned Inch mm Inch mm

861612CY 12 0.446 11.33 0.053 1.35

copper drain wire

Tinned copper braid with ::1??{ 2 0.256 6'52 0'840 1'82
S S - N R a—
* Oil-resistant PVC jacket 86165CY 5 0.318 8.08 0.043 1.09
86167CY 7 0.366 9.30 0.043 1.09

Availability
100 ft (30.5 m)
500 ft (152 m)

1000 ft (305 m)
Bulk, cut to length

FIT® Tubing Recommendations

¢ FIT-FLEX: Highly flexible,
cross-linked silicone rubber

* FIT-650: Chemical/
temperature resistant
cross-linked fluoroelastomer
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Xtra-Guard® Continuous Flex Data A "

C-Track or High Flexing Applications Up to 6 Million aaw
Flex Life Cycles
300 V Foil + Braid Shield, Multipair

24 AWG (0.20 mm?)

Stranding: 10/34 (10 x 0.16 mm)
Insulation thickness: 0.010 (0.25 mm)

: Nominal Diameter Jacket Thickness

Part No. Pairs
Inch mm Inch mm
86601CY 1 0.204 5.8 0.040 1.02
86602CY 2 0.260 6.60 0.040 1.02
86603CY 3 0.272 6.91 0.040 1.02
ULCM 86604CY 4 0.292 7.42 0.040 1.02
UL AWM 2661 86605CY 5 0.314 7.98 0.040 1.02
CSA AWMI /|| A/B FT4 86606CY 6 0.337 8.56 0.040 1.02
CSA CMG 86608CY 8 0.385 9.78 0.040 1.02
CE 86610CY 10 0.427 10.85 0.045 114
86614CY 14 0.463 1.76 0.053 1.35

Operating Temperature
* -10°C to +105°C (stationary) Stranding: 19/34 (19 x 0.16 mm)
Insulation thickness: 0.010 (0.25 mm)

Conductor Color Coding

Part No. Pairs Nominal Diameter Jacket Thickness
e Chart A ) Inch mm Inch mm
¢ Jacket color: slate 86701CY 1 0.220 5.59 0.040 1.02
86702CY 2 0.287 7.29 0.040 1.02
Materials 86703CY 3 0.301 7.65 0.040 1.02
« Finely stranded tinned 86704CY 4 0.324 8.23 0.040 1.02
copper conductors 86705CY 5 0.350 8.89 0.040 1.02
« Lubricated semi-rigid 86706CY 6 0.377 9.58 0.040 1.02
. . 86708CY 8 0.443 11.25 0.045 114
PVC insulation

. . . 86710CY 10 0.497 12.62 0.053 1.35

¢ Foil + braid shield
86714CY 14 0.527 13.39 0.053 1.35

Aluminum/polyester foil shield,
with 25% overlap and tinned
copper drain wire
Tinned copper braid with
85% coverage

¢ Oil-resistant PVC jacket

Availability
100 ft (30.5 m)
500 ft (152 m)

1000 ft (305 m)
Bulk, cut to length

FIT® Tubing Recommendations

¢ FIT-FLEX: Highly flexible,
cross-linked silicone rubber

* FIT-650: Chemical/
temperature resistant
cross-linked fluoroelastomer
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