Power & Control - Paired and Triads Cables

Audio, Control, and Instrumentation Cables

300V +80 °C » Unshielded

- 0D (Nom) Insulation Thickness Jacket Thickness Additional
"% | oo [ mn | o] [_nen | _mm ] Features/Ratings

Stranded TC or Solid BC Conductors ® PVC Insulation  Chrome PVC Jacket

20 AWG * 7 x 28 * PVC/PVC

8205 1 Chart3 180 4.57 .013 .33 .025 .64
9750 3 Chart3 .299 7.59 NEC: CMG » CEC: CMG FT4
9751 6 Chart3 .366 9.30 .013 .33 .035 .89 UL AWM Style 2464 (Except
9752 9 Chart3 429 10.90 8205)
9755 15 Chart 3 .545 13.84 .013 .33 .040 1.02
19 AWG © Solid * PVC/PVC
8486 1 Brown-Tan 182 4.62 .015 .38 .025 .64 NEC: CM ¢ CEC: CM
18 AWG * 7 x 26 * PVC/PVC
8461 1 Black-White .234 5.94 .022 .56 .028 7 NEC: CMG e CEC: CMG FT4
18 AWG * 16 x 30 * PVC/PVC
9740 1 Chart3 .210 5.33 .014 .36 .032 .81
9156 2 Chart3 .333 8.46 .014 .36 .035 .89
8690 3 Chart3 .347 8.81
9157 4 Chart3 .381 9.68
.014 .36 .032 .81
9159 5 Chart 3 .391 9.93
NEC: CMG  CEC: CMG FT4
8691 6 Chart 3 433 11.00 UL AWM Style 2464
9161 8 Chart 3 485 12.32 .014 .36 .037 .94
8692 9 Chart 3 .524 13.31 .014 .36 .040 1.02
9741 12 Chart3 .600 15.24 .014 .36 .046 117
9742 15 Chart 3 677 17.20 .014 .36 .051 1.30
9743 19 Chart3 721 18.31 .014 .36 .055 1.40

20 AWG * 7 x 28 * PE/LSZH

Stranded TC Conductors ¢ PE Insulation ® Chrome LSZH Jacket

Flame IEC 60332-3-24,
8205NH 1 Chart3 180 4.65 .013 .33 .035 .89 Smoke IEC 61034

BC = Bare Copper ® TC = Tinned Copper ® PVC = Polyvinyl Chloride | Belden Color Code Charts can be found at page 350/351.
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Power & Control - Paired and Triads Cables

Audio, Control, and Instrumentation Cables

Plenum ¢ 300 V ¢ Unshielded

e NEC: CMP
e CEC: CMP FT6

0D (Nom) Insulation Thickness Jacket Thickness

18 AWG e FEP/FEP

Stranded (19 x 30) TC Conductors ¢ FEP Insulation * Red FEP Jacket
89740 1 Black-Red 136 3.45 .006 a7 .009 .23

18 AWG e FEP/Fluorocopolymer

Plenum e FEP Insulation ¢ Red Fluorocopolymer Jacket
87740 1 Black-Red 140 3.56 .006 A7 .01 .28

18 AWG e FEP/Flamarrest®

Plenum e FEP Insulation * Natural Flamarrest Jacket
82740 1 Black-Red 147 3.73 .006 a7 .015 .38

150V, +80 °C ¢ Unshielded

e PVC/PVC ¢ NEC: CMG
e UL AWM Style 2576 e CEC: CMG FT4

0D (Nom) Insulation Thickness Jacket Thickness
OO e [ wm | won [ om | e [ om

Solid TC Conductors * PVC Insulation  Chrome PVC Jacket

24 AWG * PVG/PVC

9562 2 Chart 4 199 5.05

.010 .25 .032 .81
9566 6 Chart 4 .289 7.34
9570 10 Chart 4 .310 7.87 .010 .25 .035 .89
9585 25 Chart 4 480 12.19 .010 .25 .040 1.02

22 AWG * PVC/PVC

8740 1 Chart3 156 3.96
8741 2 Chart3 .230 5.84
8742 3 Chart3 .242 6.15 .010 .25 .032 .81
8757 4 Chart3 .264 6.71
8743 6 Chart3 .293 744
9160 8 Chart 3 .323 8.20

.010 .25 .035 .89
8744 9 Chart 3 .350 8.89

TC = Tinned Copper ® FEP = Fluorinated Ethylene Propylene ® PVC = Polyvinyl Chloride | Belden Color Code Charts can be found at page 350/351.
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Power & Control - Paired and Triads Cables

Audio, Control, and Instrumentation Cables

150 V, +80 °C ¢ Unshielded

e UL AWM Style 2576 ¢ NEC: CMG
e CEC: CMG FT4

=

0D (Nom) Insulation Thickness Jacket Thickness
O e [ —am | won [ mm | e | om

22 AWG * PVG/PVC

Stranded (7 x 30) TC Conductors * PVC Insulation  Chrome PVC Jacket

9744 2 Chart3 .244 6.20

9745 3 Chart3 .257 6.53 .010 .25 .032 .81
9746 4 Chart3 .281 714

8747 6 Chart3 .320 8.13 .010 .25 .035 .89
8748 9 Chart 3 .389 9.88 .010 .25 .037 .94
9747 12 Chart 3 425 10.80

8749 15 Chart 3 440 11.18 .010 .25 .040 1.02
9748 19 Chart 3 .505 12.83

8750 27 Chart 3 .575 14.61 .010 .25 .045 114

TC = Tinned Copper ® PVC = Polyvinyl Chloride | Belden Color Code Charts can be found at page 350/351.
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