Power & Control - Multi-Conductor Cables

MachFlex Flexible Control Cables
600 V MachFlex Super 360TC for Extreme Flexing (10 Million Flex Cycles)

C-TC+ Control Cables ¢ Braid

Shielded ¢ Double Jacketed e UL AWM 2587 (600 V, +90 °C) e UL Direct Burial
e CSA AWM /Il A/B 600 V +105 °C e |EEE 1202/383 FT4
e Sunlight Res e -40 °C to +90 °C (Cold Impact)
e Oil Res. I/ll e -5°C to +90 °C (Flexing)

. . . . Outer Jacket
Pull Tension (Max 0D (Nom Insulation Thickness |Inner Jacket Thickness 5
m__ Additional
Ground Lbs Features/Ratings
(Grn/Yel)

Stranded BC Conductors ¢ PVC Insulation ¢ TPE Inner Jacket » 85% TC Braid Shield ¢ Abrasion Resistant Orange Belflex® TPE Jacket

20 AWG » 74 x 38
7106WS 1 1 194 863 .489 12.42 .015 .38 .025 .64 .053 1.35 UL PLTC

Stranded BC Conductors  PVC/Nylon Insulation ¢ TPE Inner Jacket  85% TC Braid Shield * Abrasion Resistant Orange Belflex® TPE Jacket

18 AWG Stranded * 114 x 38

7111WS 3 1 92 409 391 9.93 .021 53 025 64 047 119
16 AWG Stranded © 190 x 38 UL AWM 21486
(1000V, +90 °C)

7123WS 3 1 152 676 435 11.05 021 53 025 64 047 119 UL TC-ER
7129WS 24 1 950 4226 918 23.32 021 53 0.63 1.60 083 211 UL WTTC 1000 V
C(UL) Type TC &

CICFT4

14 AWG Stranded * 266 x 38
7136WS 3 1 208 925 .488 12.40 .021 .53 .030 .76 .053 1.35

Conductor Color Coding: Black, Numbered, Green/Yellow Ground.

BC = Bare Copper ® TC = Tinned Copper ® PVC = Polyvinyl Chloride
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