Power & Control - Multi-Conductor Cables

UL Control Cables
600 V Type TC Cables

e ULTC-ER e NEC: NPLF

e UL TC (2-Conductor Cables) e |CEA S-73-532, S-61-402, T-29-520
e UL Sunlight Res e FT4

¢ QOil Res e |EEE 1202/383

e Direct Burial

Pull Tension - .
Bend Radius (Min
mm Color Code (Max) m

Jacket Thickness

18 AWG * Unshielded

Stranded (7 x 26) BC Conductors ® PVC/Nylon Insulation ¢ PVC Jacket

27916A 2 E2 44 2.7 68.58 180 x .266 4.57x6.76

27325A 2 E2 44 2.7 68.58 270 6.86

28334A 3 E2 66 2.8 7112 .280 71

28326A 4 E2 88 3.1 78.74 .310 7.87

28335A 5 E2 110 3.3 83.82 .330 8.38 .045 114
28600A 6 E2 132 35 88.90 .350 8.89

28327A 7 E2 154 35 88.90 .350 8.89

28601A 8 E2 176 3.8 96.52 .390 9.83

28336A 9 E2 198 41 104.14 410 10.41

28328A 10 E2 220 45 114.30 450 11.43

28602A il E2 242 4.5 114.30 450 11.43

28329A 12 E2 264 45 114.30 .450 11.43

28603A 13 E2 286 47 119.38 470 11.94

28604A 14 E2 308 4.8 121.92 480 12.19

28605A 15 E2 330 51 129.54 .510 12.95

28606A 16 E2 352 5.0 127.00 .500 12.70 .060 1.52
28607A 17 E2 374 5.7 14478 570 14.48

28608A 18 E2 396 5.7 14478 570 14.48

28609A 19 E2 418 5.7 14478 570 14.48

28610A 20 E2 440 5.9 149.86 .600 15.24

28611A 25 E2 550 6.6 167.64 .660 16.76

28612A 30 E2 660 6.6 167.64 .690 17.53

28613A 37 E2 814 74 187.96 .740 18.80

28614A 50 E2 1100 9.1 23114 910 2311 .080 2.03
28632A 60 E2 1320 9.6 243.84 .960 24.38

18 AWG ° Overall Beldfoil® Shield

Stranded (7 x 26) BC Conductors ® PVC/Nylon Insulation ¢ PVC Jacket

27325AS 2 E2 67 2.70 68.58 .270 6.86
28334AS 3 E2 90 2.80 7112 .280 71 .045 114
28326AS 4 E2 112 3.10 81.28 .300 7.62

To Specify Conductor, Insulation and Jacket Options: m nsulationJasket | Conductr | tion/Jacket
nsulation/Jacke nsulation/Jacke

g;asr; \S/;r; Ad?nosru ll\ggg::}/ ;ﬁ& 3:2(ig§tor, Add “S” f%r Optional PVC-Nylon/PVC S T XLP/Haloarrest®
No. See table at right. Beldfoil® Shield [ D XLP/PVC U v XLP/HaloarrestXLink™-1
G H XLP/TPE w X XLP/HaloarrestXLink-2
XLP/HaloarrestXLink-2,

a R XLP/CPE Y z Marine Approved

BC = Bare Copper ® CPE = Chlorinated Polyethylene ® PVC = Polyvinyl Chloride ® TPE = Thermoplastic Elastomer ® XLP = Cross-Linked Poly
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Power & Control - Multi-Conductor Cables

UL Control Cables
600 V Type TC Cables

e UL TC-ER e NEC: NPLF

e UL TC (2-Conductor Cables) e |ICEA S-73-532, S-61-402, T-29-520
e UL Sunlight Res e FT4

e Oil Res e |EEE 1202/383

e Direct Burial

Pull Tension (Max) Bend Radius (Min) 0D (Nom) Jacket Thickness
O T T on [ om | woh [ mm | won | mm
S

16 AWG * Unshielded

Stranded (7 x 24) BC Conductors ® PVC/Nylon Insulation » PVC Jacket

27917A 2 E2 70 2.9 73.66 190 x.290 4.83x7.37

27337A 2 E2 70 2.9 73.66 .299 7.60

28331A 3 E2 105 3.1 78.74 .307 7.80

28338A 4 E2 140 33 83.82 .332 8.18

28339A 5 E2 175 3.6 91.44 .360 9.14

28615A 6 E2 210 3.9 99.06 .390 9.91

28323A 7 E2 245 3.9 99.06 .390 9.91

28616A 8 E2 280 4.2 106.68 420 10.67 045 B
28340A 9 E2 315 4.5 114.30 .450 11.43

28617A 10 E2 350 4.9 124.46 490 12.45

28618A 1 E2 385 4.9 124.46 490 12.45

28341A 12 E2 420 5.0 127.00 .500 12.70

28619A 13 E2 455 5.7 14478 .570 14.48

28620A 14 E2 490 5.7 14478 .570 14.48

28621A 15 E2 525 5.9 149.86 .590 14.99 .060 1.52
28330A 16 E2 560 6.0 152.40 .600 15.24 .045 114
28622A 17 E2 595 6.3 160.02 .630 16.00

28623A 18 E2 630 6.3 160.02 .630 16.00

28624A 19 E2 665 6.3 160.02 .630 16.00 060 192
28625A 20 E2 700 6.6 167.64 .660 16.76

28324A 25 E2 875 73 185.42 730 18.54

28626A 30 E2 1050 7 195.58 770 19.56

28627A 37 E2 1295 8.3 210.82 .830 21.08 .080 2.03
28628A 50 E2 1750 10.0 254.00 1.000 25.40

28633A 60 E2 2100 11.0 279.40 1.100 27.94

16 AWG ° Overall Beldfoil® Shield
Stranded (7 x 24) BC Conductors ® PVC/Nylon Insulation ¢ PVC Jacket
27337AS 2 E2 94 3.00 76.20 .302 7.67
28331AS 3 E2 130 3.20 81.28 .320 8.13

.045 114

14 AWG * Unshielded

Stranded (7 x 22) BC Conductors ® PVC/Nylon Insulation ¢ PVC Jacket

27080A 2 E2 108 35 88.90 .210x.320 5.33x8.13
27636A 2 E2 108 3.2 81.28 .320 8.13 .045 114
28081A 3 E2 162 3.4 86.36 .340 8.64

BC = Bare Copper ® CPE = Chlorinated Polyethylene e PVC = Polyvinyl Chloride ® TPE = Thermoplastic Elastomer ® XLP = Cross-Linked Poly
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Power & Control - Multi-Conductor Cables

UL Control Cables
600 V Type TC Cables

e ULTC-ER e NEC: NPLF

e UL TC (2-Conductor Cables) e |CEA S-73-532, S-61-402, T-29-520
e UL Sunlight Res e FT4

¢ QOil Res e |EEE 1202/383

e Direct Burial

Pull Tension (Max) Bend Radius (Min) 0D (Nom) Jacket Thickness
S

14 AWG e Unshielded (continued)

Stranded (7 x 22) BC Conductors ® PVC/Nylon Insulation » PVC Jacket

28082A 4 E2 216 3.6 91.44 .360 9.14
28083A 5 E2 270 3.9 99.06 400 10.16
28084A 6 E2 324 4.3 109.22 434 11.02
28085A 7 E2 378 4.3 109.22 433 11.00 05 114
28086A 8 E2 432 4.7 119.38 480 12.19
28087A 9 E2 486 51 129.54 510 12.95
28088A 10 E2 540 5.7 144.78 588 14.94
28089A 11 E2 594 5.9 149.86 595 15.11
28090A 12 E2 648 5.9 149.86 595 15.11
28091A 13 E2 702 6.3 160.02 640 16.26
28092A 14 E2 756 6.3 160.02 640 16.26
28093A 15 E2 810 6.7 170.18 670 17.02
28094A 16 E2 864 6.6 167.64 671 17.04
28095A 17 E2 918 7.0 177.80 700 17.78
28096A 18 E2 972 7.0 177.80 700 17.78 .060 1.52
28097A 19 E2 1026 7.0 177.80 705 17.91
28098A 20 E2 1080 7.4 187.96 735 18.67
28099A 21 E2 1134 7.4 187.96 740 18.80
28100A 22 E2 1188 7.6 193.04 760 19.30
28101A 23 E2 1242 7.6 193.04 760 19.30
28102A 24 E2 1296 8.1 205.74 810 20.57
28103A 25 E2 1350 8.1 205.74 810 20.57
28104A 26 E2 1404 8.1 205.74 810 20.57
28105A 27 E2 1458 8.7 220.98 870 2210
28106A 28 E2 1512 91 231.14 910 23.11
28107A 29 E2 1566 91 231.14 910 23.11
28108A 30 E2 1620 9.0 228.60 .902 22.91 080 208
28629A 37 E2 1998 9.7 246.38 975 24.77
28912A 50 E2 2700 11.3 287.02 1138 28.91
e ULTC-ER e NEC: NPLF
e UL TC (2-Conductor Cables) ¢ |CEA S-73-532, S-61-402, T-29-520
e UL Sunlight Res e FT4
¢ Qil Res e |EEE 1202/383

e Direct Burial

Pull Tension (Max) Bend Radius (Min) 0D (Nom) Jacket Thickness

14 AWG e Overall Beldfoil® Shield

Stranded (7 x 22) BC Conductors  PVC/Nylon Insulation e PVC Jacket
28081AS 3 E2 99 34 86.36 .340 8.64
28082AS 4 E2 273 3.9 99.06 .391 9.93

BC = Bare Copper ® PVC = Polyvinyl Chloride
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Power & Control - Multi-Conductor Cables

UL Control Cables
600 V Type TC Cables

e UL TC-ER e NEC: NPLF

e UL TC (2-Conductor Cables) e |ICEA S-73-532, S-61-402, T-29-520
e UL Sunlight Res e FT4

e Oil Res e |EEE 1202/383

e Direct Burial

Pull Tension (Max) Bend Radius (Min) 0D (Nom) Jacket Thickness
O s T on [ om | woh [ mm | won | o
S

12 AWG * Unshielded

Stranded (7 x 20) BC Conductors ® PVC/Nylon Insulation ¢ PVC Jacket

27109A 2 E2 172 35 88.90 .220x.350 5.59x 8.89
27641A 2 E2 172 3.6 91.44 .360 9.14
28110A 3 E2 258 3.7 93.98 .374 9.50
28111A 4 E2 344 41 104.14 410 10.41 .045 114
28112A 5 E2 430 4.5 114.30 450 11.43
28113A 6 E2 516 4.8 121.92 .480 1219
28114A 7 E2 602 4.8 121.92 480 1219
28115A 8 E2 688 5.6 142.24 .560 14.22
28116A 9 E2 774 6.0 152.40 .600 15.24
28117A 10 E2 860 6.6 167.64 .660 16.76
28118A 1 E2 946 6.7 170.18 .670 17.02
28119A 12 E2 1032 6.7 170.18 670 17.02
28120A 13 E2 1118 7.0 177.80 .700 17.78
28121A 14 E2 1204 7.0 177.80 .700 17.78 1060 192
28122A 15 E2 1290 74 187.96 .740 18.80
28123A 16 E2 1376 75 190.50 750 19.05
28124A 17 E2 1462 7.7 195.58 770 19.56
28125A 18 E2 1548 7.7 195.58 770 19.56
28126A 19 E2 1634 79 200.66 790 20.07
28127A 20 E2 1720 8.7 220.98 870 22.10
28128A 21 E2 1806 8.7 220.98 870 22.10
28129A 22 E2 1892 8.9 226.06 .890 22.61
28130A 23 E2 1978 8.9 226.06 .890 22.61
28131A 24 E2 2064 9.4 238.76 .940 23.88
28132A 25 E2 2150 9.6 243.84 .960 24.38
28133A 26 E2 2236 9.6 243.84 .960 24.38 .080 2.03
28134A 27 E2 2322 9.6 243.84 .960 24.38
28135A 28 E2 2408 9.9 251.46 .990 25.15
28136A 29 E2 2494 9.9 251.46 .990 25.15
28137A 30 E2 2580 10.2 259.08 1.020 25.91
28630A 37 E2 3182 10.9 276.86 1.090 27.69
28634A 50 E2 4300 13.0 330.20 1.300 33.02

To Specify Conductor, Insulation and Jacket Options: | conductor | | conductor |
A Insulation/Jacket Insulation/Jacket

ISSt:sr; \g;trljf Ad?nosru mg:‘fsf ;ﬂ(rj %gzﬁ:gtor, Add “S” f?; Op_tional A B PVC-Nylon/PVC S T XLP/Haloarrest®
No. See table at right. Beldfoil® Shield [ D XLP/PVC u v XLP/HaloarrestXLink™-1
G H XLP/TPE w X XLP/HaloarrestXLink-2
XLP/HaloarrestXLink-2,

a R XLP/CPE v z Marine Approved

BC = Bare Copper ® CPE = Chlorinated Polyethylene e PVC = Polyvinyl Chloride ® TPE = Thermoplastic Elastomer ® XLP = Cross-Linked Poly
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Power & Control - Multi-Conductor Cables

UL Control Cables
600 V Type TC Cables

e ULTC-ER .
e UL TC (2-Conductor 10 AWG Cables) .
e UL Sunlight Res .
¢ Oil Res .

e Direct Burial

10 AWG ° Unshielded

NEC: NPLF
ICEA S-73-532, S-61-402, T-29-520
FT4

IEEE 1202/383

Pull Tension (Max) Bend Radius (Min) 0D (Nom) Jacket Thickness
S

Stranded (7 x 18) BC Conductors ® PVC/Nylon Insulation ¢ PVC Jacket

27138A 2 E2 296 4.2 106.68 260 x.420 6.60 x 10.67
27643A 2 E2 296 4.2 106.68 420 10.67
28139A 3 E2 444 45 114.30 450 11.43 0 11
28140A 4 E2 592 4.9 124.46 490 12.45
28141A 5 E2 740 5.7 144.78 570 14.48
28142A 6 E2 888 6.2 157.48 620 15.75
28143A 7 E2 1036 6.2 157.48 620 15.75
28144A 8 E2 1184 6.8 172.72 680 17.27 .060 1.52
28145A 9 E2 1332 72 182.88 720 18.29
28146A 10 E2 1480 7.9 200.66 790 20.07
28147A 1 E2 1628 7.9 200.66 790 20.07
28148A 12 E2 1776 8.2 208.28 820 20.83 080 2.03

8 AWG * Unshielded » 10 AWG Uninsulated Ground Wire

Stranded (7 x 16) BC Conductors ® PVG/Nylon Insulation * PVC Jacket

28149A 2 M4 384 5.6 142.24 .560 14.22
28150A 3 M4 576 5.9 149.86 .590 14.99 .060 1.52
28151A 4 M4 768 6.5 165.10 .650 16.51
6 AWG * Unshielded » 8 AWG Uninsulated Ground Wire
Stranded (7 x 14) BC Conductors * PVG/Nylon Insulation ¢ PVC Jacket
28152A 2 M4 610 6.3 160.02 .630 16.00
28153A 3 M4 915 6.7 170.18 .670 17.02 .060 1.52
28154A 4 M4 1220 7.3 185.42 730 18.54

To Specify Conductor, Insulation and Jacket Options: | conductor |
A B

Insulation/Jacket

I -
T

g;asr; \S/;r; Ad?nosru ll\ggg::}/ ;ﬁ& 3:2(ig§tor, Add “S” f%r Optional PVC-Nylon/PVC S XLP/Haloarrest®
No. See table at right. Beldfoil® Shield c D XLP/PVC u v XLP/HaloarrestXLink™-1
G H XLP/TPE w X XLP/HaloarrestXLink-2
Q R XLP/CPE Y z XLP/HaloarrestXLink-2,

Marine Approved

BC = Bare Copper ® CPE = Chlorinated Polyethylene ® PVC = Polyvinyl Chloride ® TPE = Thermoplastic Elastomer ® XLP = Cross-Linked Poly
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Power & Control - Multi-Conductor Cables

UL Control Cables
600 V Type TC Cables

+ ULTC-ER * NEC: NPLF
* UL Sunlight Res * ICEA $-73-532, S-61-402, T-29-520
— * Oil Res « FT4
* Direct Burial o IEEE 1202/383

Pull Tension (Max Bend Radius (Min ) 0D (Nom) Jacket Thickness
S IS N N NN T T T

4 AWG e Unshielded 8 AWG Uninsulated Ground Wire

Stranded (7 x 12) BC Conductors ® PVC/Nylon Insulation * PVC Jacket

28155A 2 M4 970 7.7 195.58 770 19.56 .060 1.52
28156A 3 M4 1455 8.2 208.28 .820 20.83

080 2.03
28157A 4 M4 1940 9.5 241.30 .950 2413

2 AWG e Unshielded 6 AWG Uninsulated Ground Wire

Stranded (7 x 10) BC Conductors ¢ PVC/Nylon Insulation  PVC Jacket

28158A 2 M4 1544 9.7 246.38 .970 24.64
28159A 3 M4 2316 9.9 251.46 .990 25.15 .080 2.03
28160A 4 M4 3088 10.9 276.86 1.090 27.69

1 AWG e Unshielded ¢ 6 AWG Uninsulated Ground Wire

Stranded (19 x 14) BC Conductors  PVC/Nylon Insulation ¢ PVC Jacket

28165A 2 M4 1340 10.7 271.78 1.060 26.92 .080 2.03
28161A 3 M4 2919 1.2 284.48 1120 28.45 .080 2.03
28166A 4 M4 2680 12.5 317.5 1.250 31.75 .080 2.03

1/0 AWG © Unshielded * 6 AWG Uninsulated Ground Wire
Stranded (19 x 12) BC Conductors  PVC/Nylon Insulation ¢ PVC Jacket

28167A 2 M4 1690 1.4 289.56 113 28.70 .080 2.03
28168A 3 M4 2535 121 307.34 1.21 30.73 083 911
28169A 4 M4 3380 13.4 340.36 1.33 33.78

2/0 AWG e Unshielded 6 AWG Uninsulated Ground Wire
Stranded (19 x 11) BC Conductors * PVC/Nylon Insulation ¢ PVC Jacket

28170A 2 M4 2130 12.2 309.88 1.22 30.99
28171A 3 M4 3195 13.0 330.20 1.30 33.02 .083 21
28172A 4 M4 4260 14.4 365.76 1.44 36.58

3/0 AWG  Unshielded 4 AWG Uninsulated Ground Wire

Stranded (19 x 10) BC Conductors ® PVC/Nylon Insulation ¢ PVC Jacket

28173A 2 M4 2686 1341 332.74 1.31 33.27
28174A 3 M4 4029 14.2 360.68 1.42 36.07 .083 21
28175A 4 M4 5372 15.6 396.24 1.56 39.62

4/0 AWG e Unshielded e 4 AWG Uninsulated Ground Wire

Stranded (19 x 9.5) BC Conductors ¢ PVC/Nylon Insulation * PVC Jacket

28176A 2 M4 3386 14.2 360.68 1.42 36.07 083 911
28177A 3 M4 5078 15.4 391.16 1.54 39.12 ’ ’
28178A 4 M4 6771 17.7 449.58 1.77 44.96 116 2.95

To Specify Conductor, Insulation and Jacket Options: W nculation dacket | Conductor | tion/Jacket
nsulation/Jacke nsulation/Jacke

Start with Add or quify for Conductor, Add “S” for Optional A B PVC-Nylon/PVC S T XLP/Haloarrest®
Base Part Insulation, and Jacket. Beldfoil® Shield —
No. See table at right. c D XLP/PVC U v XLP/HaloarrestXLink™-1
G H XLP/TPE w X XLP/HaloarrestXLink-2
XLP/HaloarrestXLink-2,
a R XLP/CPE v z Marine Approved

BC = Bare Copper ® CPE = Chlorinated Polyethylene e PVC = Polyvinyl Chloride ® TPE = Thermoplastic Elastomer ® XLP = Cross-Linked Poly

a
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