Series XM Flexible Control Cable INDUSTRIAL
Tough PVC Cable for High-Flex Cable Track Applications S ERLES
(12 Million Life Cycles)

600/1000 V Braid Shielded, PVC/Nylon, PVC

18 AWG (0.83 mm?)

Stranding: 41/34 (41 x 0.16 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors I;llgmlellzlr Tﬁ,::?(l:leetss

Red Blue Black Inch mm Inch mm

XM1803RCY XM1803LCY XMI803KCY 3 0336 853 0050 127

XM1804RCY XMI804LCY XMIB04KCY 4 0361 917 0050 127

UL TC-ER (600 V) XM1805RCY XM1805LCY XMI8O5KCY 5 0388 986 0050 127
XM1807RCY XMI807LCY XMIBO7KCY 7 0446 133 0050 127

UL WTTC (1000 V) XM1812RCY  XMI812LCY  XMI812KCY 2 0549 1394 0050 127
UL MTW (600 V) XMI817RCY XMI8I7LCY  XMISIZKCY 17 0631 1603 0065 165
CSA AWM V/II A/BFT4 XM1822RCY XM1822LCY XMI822KCY 22 0697 1770 0065 165
CE LVD 2006/95/EC XM1825RCY XM1825LCY XMI825KCY 25 0758 1925 0065 165
Operating Temperature XM1834RCY XMI834LCY XMI1834KCY 34 0856 2174 0065 165
XM1842RCY XM1842LCY XMI842KCY 42 0915 2324 0085 216

-30°C to +90°C (static) XM1849RCY XM1849LCY XMI849KCY 49 1006 2555 0085 216

-5°C to +90°C (dynamic)

Conductor Color Coding L sawcasnmm

* Stranding: 65/34 (65 x 0.16 mm)
* Black, blue, or red” numbered Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (013 mm) nylon
conductors with one green/

Part No. N_ominal J_acket
yellow ground conductor Conductors Diameter Thickness
) Red Blue Black Inch mm Inch mm
Materials XMI603RCY XMI603LCY XMI603KCY 3 0362 919 0050 127
* Stranded bare copper XM1604RCY XM1604LCY XM1604KCY 4 0390 991 0050 127
conductors XM1605RCY XM1605LCY XM1605KCY 5 0421 1069 0.050 127
« PVC/nylon insulation XM1607RCY XMI1607LCY XM1607KCY 7 0517 1313 0.050 127
« Tinned copper braid shield, XM1612RCY XM1612LCY  XM1612KCY 12 0599 1521 0.065 165
85% coverage XM1617RCY XMI617LCY  XM1617KCY 17 0.698 1773 0.065 165
« Black PVC jacket XM1619RCY XM1619LCY  XM1619KCY 19 0732 1859 0.065 165
XM1622RCY XM1622LCY XM1622KCY 22 0765 1943 0065 165
Features XM1625RCY XM1625LCY XM1625KCY 25 0.874 2220 0.065 165
« UL Oil Res. | XM1633RCY XMI633LCY XMI633KCY 33 0940 2388 0085 216
« UL Sunlight Resistant XM1642RCY XM1642LCY XM1642KCY 42 1.007 2558 0.085 216
« Suitable for NFPA 79 application XM1649RCY XM1649LCY XMI1649KCY 49 110 2819 0.085 216
Avallability
Bulk, cut to length Stranding: 105/34 (105 x 0.16 mm)
7 Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon
FIT® Tubing Recommendations Part No Nominal Jacket
« FIT-600: Highly flexible : Conductors Diameter Thickness
Red Blue Black Inch mm Inch mm

cross-linked elastomer

« FIT-650: Chemical- and XM1403RCY XM1403LCY XM1403KCY 3 0.394 10.01 0.050 127
temperature-resistant XM1404RCY XM1404LCY XM1404KCY 4 0.426 10.82 0.050 127
fluoroelastomer XM1405RCY XM1405LCY  XM1405KCY 5 0.492 1250 0.065 165

XM1407RCY XM1407LCY XM1407KCY 7 0.573 1455 0.065 165
XM1412RCY XM1412LCY  XM1412KCY 12 0.661 16.79 0.065 165

*Red insulation: AC circuits operating at less than line voltage
Blue insulation: DC circuits operating at less than line voltage
Black insulation: AC circuits operating at less than line voltage
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Series XM Flexible Control Cable INDUSTRIAL
Tough PVC Cable for High-Flex Cable Track Applications S ERLES
(12 Million Life Cycles)

600/1000 V Braid Shielded, PVC/Nylon, PVC

12 AWG (3.38 mm?)

Stranding 168/34 (168 x 0.16 mm
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

‘

Part No. Conductors glgmlerizll’ TI:::?(I:Ieetss
Red Blue Black Inch mm Inch mm
XM1203RCY XMI1203LCY XMI1203KCY 3 0.459 11.66 0.050 127
XM1204RCY XMI1204LCY XMI1204KCY 4 0529 13.44 0065 165
UL TC-ER (600 V) XM1205RCY XM1205LCY XM1205KCY 5 0579 1471 0065 165
UL WTTC (1000 V) XM1207RCY XMI1207LCY XMI1207KCY 7 0.674 1712 0065 165
UL MTW (600 V)
CSA AWM I/Il A/B FT4
CELVD 2006/95/EC Insulation thicknsggzPg.l(r)‘g;(oc%gonﬂr?)SPXV%/zgggg)(0.13 mm) nylon
Operating Temperature Part No. Conductors gigmg:'r T dﬁi‘:‘fss
-30°C to +90°C (static) Red Blue Black Inch mm Inch mm
-5°C to +90°C (dynamic) XMI003RCY XMI1003LCY XMI1003KCY 3 0551 1400 0050 127
Conductor Color Coding XM1004RCY XMI1004LCY XM1004KCY 4 0599 1521 0.065 165
XMI005RCY XMIOO5LCY XMIOO5KCY 5 0652 1656 0.065 165
* Black, blue, or red* numbered XMI007RCY XMIOO7LCY  XMI1007KCY 7 0770 1956 0065 165

conductors with one green/

yellow ground conductor

Materials Stranding: 168/30 (168 x 0.25 mm)
« Stranded bare copper Insulation thickness: 0.032 (0.81 mm) PVC/0.006 (0.15 .mm) nylon
Part No. N_omlnal J_acket
conductors Conductors ___ Diameter Thickness
* PVC/nylon insulation Red Blue Black Inch  mm Inch  mm
» Tinned copper braid shield, XMOSO3RCY XMOSO3LCY XMOSO3KCY 3 0712 1808 0065 165
85% coverage XMO804RCY XMO804LCY XMO804KCY 4 0.778 19.76  0.065 1.65
¢ Black PVC jacket
Features
¢ UL Oil Res. |

¢ UL Sunlight Resistant
¢ Suitable for NFPA 79 application

Availability
Bulk, cut to length

FIT® Tubing Recommendations

* FIT-600: Highly flexible
cross-linked elastomer

¢ FIT-650: Chemical- and
temperature-resistant
fluoroelastomer

*Red insulation: AC circuits operating at less than line voltage
Blue insulation: DC circuits operating at less than line voltage
Black insulation: AC circuits operating at less than line voltage
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