Power & Control - Paired and Triads Cables

UL Instrumentation Cables
300 V Power-Limited Tray Cables

16 AWG Pairs

e ULPLTC, ITC * NEC: CMG

e Sunlight Res e CEC: CMG FT4

e Oil Res e |EEE 1202/383
e |CEA T-29-520

Pull Tension (Max) Bend Radius (Min) 0D (Nom) Jacket Thickness
Color Code
[ s | N ] nen | om [ nch | mm |

16 AWG ° Unshielded

Stranded (19 x 29) TC Conductors ¢ PVC Insulation e PVC Jacket

9410 1 E2 78 347 2.50 63.50 .254 6.45 0.37 .94
Stranded (7 x 24) BC Conductors ® PVC Insulation * PVC Jacket
1035A 1 E1 7 316 2.50 63.50 .254 6.45 0.37 .94

16 AWG * Beldfoil® Shield

Stranded (19 x 29) TC Conductors * PVC Insulation ¢ PVC Jacket
9316 1 E2 90 400 2.50 63.50 .256 6.50 0.37 .94

16 AWG Pairs

e ULPLTC, ITC * NEC: CMG

e Sunlight Res e CEC: CMG FT4

e Oil Res e |EEE 1202/383
e |CEA T-29-520

Pull Tension (Max) Bend Radius (Min) 0D (Nom) Jacket Thickness
Color Code
L s | N ] en | om b | om ] mcn | om |

16 AWG e Overall Beldfoil® Shield « 22 AWG Orange Communication Wire

Stranded (7 x 24) BC Conductors ® PVC Insulation * PVC Jacket

1030A 1 E1 94 418 2.50 63.50 257 6.53 037 94
3043A 2 E1 83 369 450 114.30 437 1110
1528A 3 E1 250 1112 4.75 120.65 457 11.61
1484A 4 E1 330 1468 5.00 127.00 495 12.57 053 13
1485A 8 E1 616 2740 6.00 152.40 597 15.16
1486A 12 E1 892 3966 7.50 190.50 741 18.80
3050A 16 E1 661 2940 8.50 215.90 831 21.10 064 163
1489A 24 E1 1749 7780 10.50 266.70 1.032 26.20
1490A 36 El 2606 11592 1175 298.45 1178 29.80 on 88
3056A 50 E1 3615 16080 15.50 393.70 1.550 39.37 088 2.24

To Specify Conductor, Insulation and Jacket Options:

1234 A E
: Add or Modify for
B asst:r;:r’tml\} o Conductor, Insulation, Add for Exposed
S and Jacket. Run Rating
(1000 and 3000 Series cables only) See table at right
Insulation/Jacket Bare Insulation/Jacket
A B PVC/PVC Q R XLP/CPE
c D XLP/PVC S T XLP/Haloarrest®

BC = Bare Copper ® TC = Tinned Copper ® CPE = Chlorinated Polyethylene e PVC = Polyvinyl Chloride ® XLP = Cross-Linked Polyethylene | Belden Color Code Charts can be found at page 350/351.
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Power & Control - Paired and Triads Cables

UL Instrumentation Cables
300 V Power-Limited Tray Cables

16 AWG Pairs

e ULPLTC, ITC * NEC: CMG

¢ Sunlight Res e CEC: CMG FT4

¢ Oil Res e |EEE 1202/383
e |CEA T-29-520

Pull Tension (Max) Bend Radius (Min) 0D (Nom) Jacket Thickness
Color Code
[ tos | N ] weh | om et ] om | nch | mom |

16 AWG e Individually Beldfoil® Shielded Pairs and Overall Beldfoil® Shield e 22 AWG Orange Communication Wire

Stranded (7 x 24) BC Conductors © PVC Insulation ® PVC Jacket

1492A 2 E1 232 1032 450 114.30 450 11.43 053 1.35
1493A 4 E1 420 1868 5.00 127.00 512 13.11 055 1.40
1494A 8 E1 795 3536 7.00 177.80 687 17.50
1495A 12 3 1170 5204 8.25 209.55 822 20.73 066 168
3051A 16 E1 661 2940 10.00 254.00 936 23.77 o7 188
1498A 24 E1 2296 10213 11.50 292.10 1.149 29.18
1499A 36 El 3167 14088 13.50 342.90 1.334 33.88 084 213
3057A 50 El 2066 9190 16.00 406.40 1.600 40.64 088 2.24
16 AWG Triads

e UL PLTC, ITC e NEC: CMG

e Sunlight Res e CEC: CMG FT4

e Qil Res e |EEE 1202/383

= e |CEA T-29-520

) Pull Tension (Max) Bend Radius (Min) 0D (Nom) Jacket Thickness
Triads Color Code
[ tos | N | wen [ om [ nch | mm

16 AWG * Unshielded

Stranded (19 x 29) TC Conductors ¢ PVC Insulation  PVC Jacket

9494 1 E1 91 405 2.75 69.85 .268 6.81 .037 .94
1034A 1 E1 107 476 2.75 69.85 .268 6.81 .037 .94

16 AWG ° Beldfoil® Shield

Stranded (19 x 29) TC Conductors ¢ PVC Insulation  PVC Jacket
9366 1 E1 116 516 2.75 69.85 .270 6.86 .037 .94

To Specify Conductor, Insulation and Jacket Options:

1234 A E
; Add or Modify for
B asst:r;;;’t't“ o Conductor, Insulation, Add for Exposed
S and Jacket. Run Rating
(1000 and 3000 Series cables only) See table at right
Insulation/Jacket Bare Insulation/Jacket
A B PVC/PVC Q R XLP/CPE
A D XLP/PVC S T XLP/Haloarrest®

BC = Bare Copper ® TC = Tinned Copper ® CPE = Chlorinated Polyethylene e PVC = Polyvinyl Chloride ® XLP = Cross-Linked Polyethylene | Belden Color Code Charts can be found at page 350/351.
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